
•	 Outer jacket made of highly elastic PVC, providing a soft, 
durable, and flexible cable body.

•	 Ideal for both installations and touring.
•	 IP65 rated for outdoor use.
•	 Designed for use with EPIX, Strike Array 1, and other 4 pin 

powered products.

CONSTRUCTION
•	 Conductor Specification: 2 x 0.75mm2 (18AWG) &	         

2 x 2.5mm2 (13AWG)
•	 Conductor Structure: OFC 24/0. 2BC & OFC 50/0.25BC
•	 Insulation Material: PVC
•	 Insulation OD: 2.4mm & 3.5mm
•	 Outer Jacket Material: PVC (Black)
•	 Outer Diameter: 9.2 ± 0.2mm

ELECTRICAL	
•	 Voltage Rating: 300 V/500 V
•	 Conductor Resistance: 7.8 Ω/km

PHYSICAL
•	 Temperature Rating: -20oC – 70oC
•	 IP65

CONNECTORS
•	 Seetronic SCWM4-BG
•	 Seetronic SCWF4-B

LENGTHS
•	 Metric: 1m, 3m, 5m, 10m, 20m
•	 Imperial: 1.5ft, 5ft, 10ft, 25ft, 50ft

FEATURES

SPECIFICATIONS

RIGLINK XLR4 All Lengths 

www.ChauvetProfessional.com  |  www.ChauvetProfessional.mx  |  www.ChauvetProfessional.eu



www.ChauvetProfessional.com  |  www.ChauvetProfessional.mx  |  www.ChauvetProfessional.eu


