POLYETHYLENE MOLDED SHOCK RACKS

Gator’s lightweight Polyethylene shock racks are built for protection and
function. The shock rack is specifically designed to allow 360 degree

air ventilation around equipment to keep your gear lasting longer.
Adjustable interior sliding support on each side of rack adjusts front o
back and up and down for rear support of gear to eliminate shifting
and jostling. Recessed side handles give your hands a break while the
locking lid gives you peace of mind.

Model Rack Units | Rack Depth

G-SHOCK-4L 4 19.5”

G-SHOCK-8L 8 19.5”

Independent rubber 7mm threaded field G-SHOCK-12L 12 19.5”

shock absorbers at each replaceable commercial- 2

comer grade plated rack rails C-SHOCK-16L 16 %5
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i " GRC racks have 7mm threaded '
o Lightweight Polyethylene construction Ay £ ? field replaceable

o Front, rear & top rack rails with rear wire access e o . commercial-grade rack rails
O Recessed side handles
o Compact size for easy transport

Pop-up top-loaded racks include a
ratchet top which allows adjusting fo
various angles during use and
transporting with the top flat

GRC-10x11 PU & GRC-12x10 PU
feature 4" heavy-duty industrial
casters, 2 of which are locking

CONSOLE RACKS

Model Rack Units Rack Depth Check out the video of this
GRC-6X4 6 Top / 4 Front 15.75" , 2lie Tl 1D
GRC-8X2 8 Top / 2 Front 19.25" RucdUnlts RackiDopth g 3
GRC-10X2 10Top / 2 Front 22,75 GRC-10X8 PU 10 Top / 8 Front 23.25"

CRC.10%a 10 Top /4 Front 22 757 GRC-10X12 PU 10 Top / 12 Front 23.25"
CRC-10X6 10Top / 6 Front 22 75" GRC-12X10 PU 12 Top / 10 Front 26.75"
GRC-10X8 10 Top / 8 Front 22.75"

ROLLING RACK BASE

Rolling rack bases are made of lightweight Polyethylene
plastic and conveniently fit under any Gator GRC or
standard rack case. The four easy rolling wheels include 2 Stacks beneath any
locking wheels for keeping the rack base in position. The GO“;;;';%%?QZ‘;'Q or
heavy-duty twist latches and recessed side handles make it

the ultimate pack and load solution.

Rack Units Rack Depth
GRC-BASE-10 10 22.75"
GRC-BASE-14 14 22.75"




