X6i A

CCCCCCCCCCC

owner's manual (EN)




Document reference: X6i owner's manual (EN) version 3.0

Distribution date: October 1, 2026

© 2026 L-Acoustics. All rights reserved.

No part of this publication may be reproduced or transmitted in any form or by any means without the

express written consent of the publisher.



Contents

T =Y | OO PPPTT 7
1S (0T 1] 1 P OTPPRPTPRPP 7

] g e (ULl i o] o PO TP PO PP PPUPPPRTPPPPR 9
D2 TR 9

HOW 0 USE thisS MANUAL........ ettt e e et e e e ettt e e e e s be e e e e nnbe e e e enneeeeeenees 10
REVISION NISTOTY ... ittt e et e e e ekttt e e e s bt e e e e e aabe e e e e e aabeeeeeabbeeeeeanbeeeeesanbeeeaeaans 11
SYSEEIM COMIPONENTS. ...ttt e bttt e bttt e 4 a b et e e e o s bttt e 24 a s b et e e £ s s bt e e e £ ab b e e e e e abbe e e e e nbe e e e e annbeeeeeennnes 12
System componeNnt IlIUSIFALIONS. ... e e e e e e e s st e e e e eaeeeeesnnraraeeeaaaeens 13
Electro-acoustiCal deSCIIPLON. ........oi ettt et e e sttt e e e sttt e e e e aab et e e e sbbe e e e e aabbeeeesanbeeeeeanee 16
1T =Y 31 OO 16

L (SYST=Y Qo [ Tod o] 1o o 17
(070101 0 =Te: (o] &= T PP PSP PP PP 18
SPCON terminal block to sSpeakON adapter...........c.coiiiiiiiiiiiiiiiie e 19

RIgING SYSIEM AESCIIPHON. ... ettt e e ettt e e e e be et e e e an b bt e e e e nb et e e e anbe e e e e snneeeeeannes 20
D SRS 20
Elements for Wall-MOUNTING..........ooiiii ettt e e sttt e e e sttt e e e s es b e e e e snteeeeesnbaeeeesanteeeeeaansenaeeans 22
TILT-SUPP ORT ...ttt ettt ettt ettt e ettt e et e bt e ettt emte e eeeee e e emee e beees et ameeeneeeaaeeemteenbeeanneanseeseeannean 22

Do T USSR 23

L USSP 24

WWALLLXZ2. ... ettt ettt ettt ettt ekt e st e et e ekt ea et e a e e e ek e e em et e EeeeR et enEe e Ee e eR et en Rt e eReeeReeenteeeheeenneeneenrneas 25

Elements for ceiling-mounting or truSS-MOUNTING..........ciiiuiiiiiiiiiir e e e e nree e e e enree e e e annees 26
Y427 USSR 26

DT o 1= U S 28

(08 = | N o = | N SRR 29

Elements for site or azimuth angle adjuStMENT............c.uiiiiiiiiii et e e enaeeeean 30

TILTS / TILTAS / TILTA0. .ottt ettt ettt ettt ekt h ettt ete e s et e e mte e beeemeeenteesbeesmneeneeeseeeenneenee e 30

L ST 32

N I PSSO 34

NI DSOS 35

Elements for groUnd-MOUNTING.........ocuiiii it e ettt e e s st e e e e eateeeeeeasteeeeesnsteeeesantaeeeesanteeeeesnssenaenns 36
GROUND / GROUNDS35 / GROUNDSS.........ceiiitieie ettt sttt ee sttt sieeeee e steesneeeeeesaeesneeenneens 36

Elements for POIE-MOUNTING........coiiiiiiiie ettt e e e sttt e e e s tte e e e e snteeeeesbeeeeeeantaeeeesasseeeesanseeeaenanes 37

O USSR 37



MECRANICAI SATELY... ...ttt e e oot e e e e e e e e e e e s e aat b e aeeeeeeesee s abaaaeeeaeaeeeaaasnstaereeaaeeeaaas 38

(o0 lo Yo ToT (T ol a 1T 0] =1 i o] oI SRS 40
DI o o] a1 =T 1N ] (o= PRSP 40
X6i point source with [oW-freqUENCY ElEMENT...........ooiiii e 40

DTN TS =T TSRS 41
DS Y TS = 2 0 (o TSRS 44
DT TS YA TS U | o RSP 47
D eI = Te [T 1 o] o1 o PRSP 48
LOW-IAEENCY PrESEL. ... ettt et e e e st e e e e e bttt e e e ettt e e e e anbe e e e e anbeeeeeanneeas 48
Paired X6i monitors With LFC.......ooueiiiiiie ettt e et e e et e e e e sbeeeeeens 48

Inspection and preventive MaiNTENANCE. ... ....ooi ettt e e e e ettt et e e e e e e e e e e ennree e e e e e e e e e e e nnnneeeeeeas 49
How 10 do preventive MaiNtENANCE. ............uuiiiiiiii e e e e e e e e e e e e e e e e aaaaaaeeeaeteeeeeeeeeeeeeeeeeessssesssnsnnnnnnns 49
(Lo o1 aTo I o =T T 1] o 1= o3 1 o] o TR 50
=Yl P= T T Ter= I (= 4 0 AV =T VT 50

X6i wall- or ceiling-mounted with XGi-ONCW...........ccociiiiiiiiiic e e e e ae e e e e e e e e e 51
X6i wall-mounted With WALLX2 / WALL.......ooiiiiiiite et 52
X6i wall-mounted with TILT5 / TILT15 / TILTAD.....cciiiiiieiie ettt 53
XBi Wall-moUuNted With TILT ...ttt st rbe e b e ee e 54
X6i wall-mounted With PANX2 / PAN. ..ottt ettt et e e eneas 56
X6i ceiling-mounted with VBAR and TILT5 / TILT15 / TILTA0.......oiiiiiiiiieeieenieeeeeeesiee e 57
X6i ceiling-mounted with VBAR and TILT .......cooiiiiiiiiiie et e e e et e e e e e e e s e aeeeas 58
X6i ceiling-mounted or flown with XGi-HBAR..........ccoeieeeee e e e e e e 59
X6i truss-mounted with CEILING-PENDANT ...ttt 60
X6i ground-stacked with GROUND / GROUNDS55 / GROUNDS3S.........ccooiiiiiienieiieeee e 60
DI o] L= 4T 18] L= PP 60
ACOUSTICAl CRECK..... ittt s et e bt e s bt e s be e e s e te e e en b e e e ene e e sare e e sare e e nenes 61

(e o[ e T o] foTeT=To (U] = TR SRR 65
X6i mechanical CONfiQUIatioNS OVEIVIEW............coiiiiiiiiiiee et e e e e e e e e e e e e e e e e sanbr e e e e eaaeeeean 65
RTAT =11 0 4T 10 1 Vo 68

A=Y (T |2 USSP RPN 68
HOFIZONTAIIY ... e e e e e e e e e e e e e e e e e e e aaaaaaaaaaaaes 110
Ceiling-mounting or trUSS-MOUNLING..........coiiiiiiiiiiie et e e e e e e e e e e e e e s e ba e e e e aaeeeeesaabssaeeeaaaeeeaaaaanes 149
R =Y (T | 2SR 150
HOFIZONTAIIY ... e e e e e e e e e e e e e e e e e e e aaaaaaaaaaaaes 167
Do) N = T o = Tor g o TSP SRRO SO 175
€] o101 a o 0 Te101 o] 119Te FR PP PRSPPI 182
Ground-mounting X6i horizontally with GROUND / GROUNDS55 / GROUNDS35.........cccccovviiieeeiiiieeeee 182
o] (=0 s o TH ] o 11 Vo RSP PPRRPIN: 187
Pole-mounting X6i With POLE...........oooiiiiiiie e e e e e e e e s aeeeeaae e s 187



Connection to LA amplified CONTIOIIETS. ..........ueiiiiie e e e e e e e e e e e e e e e e e e e s seeaasbaeeeeaaeeeaaaans 189

CabliNng SCHEMES TOF XBi.......eeiiiiiiiiiie ittt e et e e e e e bt e e e e ab bt e e e e nbee e e e enbeeeeeannees 190
(0= o)1 0 SRS 192
(07 o] 1o o T USROS 193
Cabling With SPCOON.......ei ettt ettt et te e et et e te e teeeseeese e st eeeneeanseeaaeeeneeenseeaaeeanseeneeenneeas 196
COrreCHiVE MAINTENANCE. ... .. ittt b et e e e e bt e oo h et e et e e e s be e e e ab e e e aab e e e ambeeebeeesabeeesabeeennneas 199
L] 1o o (8 Te3 (o] o TR URPSUPPRP 199
Do) (oo [T o IRV o T PP PRP PRSP 200
Disassembly and Reassembly ProCEAUIES.............uiiiiiiiiiie e e e e e 201
D | 201

D T2 o[ 1 o 206

D/R - Coaxial [OUASPEAKET..........eeiiiiiiiii ettt e e e e st e e e e e e e e nbee e e e e nbeeeeeaneeas 208

S =T o] o =T | o O TSP 211

ST 1= Te= 4o ] o 1T RSP 215
D TSRS PRTRTS 215
] =] T SRR P PP 217
] =T PSPPI PPPR TR 218
] = O PR OTRUPOURRPPP 219
] = 0 PP R PP 221
Y AT RS 10| o O PEERPR 222
D<o ) [OOSR PP PPPP PR 224
L PSPPSR 225
L T PSPPSR 226
L I ST UPOPR TR 227
LN b ST OTUSPUTOURRVSPPROPN 228
LI OSSPSR PPROTS 229
LI I T SO UPOURRTS 230
LI I T S PSUSUP PSS 231
LI IO SO SUO PRSP 232
(€1 (@ LU | TP PRSP 233
GROUNDSBS......c ettt bbbt b e oh e £a bt e bt £h e o e bt e bt e £h et Sh bt e bt e 1 bt e eab e e bt e she e eab e e beenbeeeateete e 234
GROUNDS... ...ttt b e bt a bt b e oh e £a bt o bt e 1h e oa bt e bt e 1h et Sa et e bt oAbt e eab e e bt e she e eat e e beeshe e et e e nte e 235
TILT-SUPPORT ...ttt ettt ettt h ettt b et b et e e bt e ket oh et ea bt e bt e eh et e ekt e b et ehe e ea bt e be e eht e et e e nbeeenbeenbeenbeeas 236
DT 1= o OO R T OT USSR 237
RV 7 TSP 238
CEILING-PENDANT ...ttt ettt sb ettt eb e et b e sh e ea b e e b e eh et e ke e b e ea bt e bt e ebe e ea b e e bt e naeesabe e b e e nanesanis 239
P OLE. ..ttt bbb bR E e R A b b e e R e e oAbt e b e e R et b e e b na e e bt nbe e naneeanes 240
] 610 TSP PRURO 241



APPENDIX A: Specifications for sSCrews and anChors............c..uviiiiiiii oo

APPENDIX B: Recommendation for speaker CabIes.............cccuuiiiiiiiiiiiiiceee e



Safety

Safety

Instructions

A

> b

A

A
A

Inspect the system before any deployment.
Perform safety related checks and inspections before any deployment.

Perform preventive maintenance at least once a year.

Refer to the preventive maintenance section for a list of actions and their periodicity.

Insufficient upkeep of the product can void the warranty.

If any safety issue is detected during inspection, do not use the product before performing corrective
maintenance.

Check for issues. A rigging system part or fastener is missing or loose. A rigging system part exhibits: bends,
breaks, broken parts, corrosion, cracks, cracks in welded joints, deformation, denting, wear, holes. A safety cue
or label is missing.

Never incorporate equipment or accessories not approved by L-Acoustics.

Read all the related PRODUCT INFORMATION documents shipped with the products before exploiting
the system.

Do not store the product on an unstable cart, stand, tripod, bracket, or table.

Beware of sound levels.
Do not stay within close proximity of loudspeakers in operation.

Loudspeaker systems are capable of producing very high sound pressure levels (SPL) which can
instantaneously lead to permanent hearing damage to performers, production crew, and audience members.
Hearing damage can also occur at moderate level with prolonged exposure to sound.

Check the applicable laws and regulations relating to maximum sound levels and exposure times.
Risk of crushing injury
Ensure that the wall or ceiling can support the load of the product.

It is recommended to mount only on solid structures. If mounting on a hollow structure (such as a wall cavity),
place anchoring points on the framework (wall studs, ceiling joists), or reinforce the mounting area.

Select screws and anchors applicable to the wall or ceiling properties and to the load of the product. Prevent
screws from loosening over time, using for example thread locker or lock washers.

Risk of crushing injury

When mounting the product on a ceiling using threaded rods, use lock nuts in addition to the mounting nuts to
prevent the mounting nuts from loosening over time.

Work with qualified personnel for rigging the system.

Installation should only be carried out by qualified personnel that are familiar with the rigging techniques and
safety recommendations outlined in this manual.

Ensure personnel health and safety.

During installation and set-up personnel must wear protective headgear and footwear at all times. Under no
circumstances is personnel allowed to climb on a loudspeaker assembly.

Respect the Working Load Limit (WLL) of third party equipment.

L-Acoustics is not responsible for any rigging equipment and accessories provided by third party manufacturers.
Verify that the Working Load Limit (WLL) of the suspension points, chain hoists and all additional hardware
rigging accessories is respected.

Respect the maximum configurations and the recommended safety precautions.

For safety reasons, respect the maximum configurations outlined in this manual. To check the conformity of
any configuration in regards with the safety precautions recommended by L-Acoustics, model the system in
Soundvision and refer to the warnings in Mechanical view.

X6i owner's manual (EN) version 3.0 7



Safety

BOSe PP

Be cautious when flying a loudspeaker configuration.

Before installing/raising the product, check each individual element to make sure that it is securely fastened to
the adjacent element. Always verify that no one is standing underneath the product when it is being installed/
raised. Never leave the product unattended during the installation process.

As a general rule, L-Acoustics recommends the use of secondary safety at all times.

Be cautious when ground-stacking a loudspeaker array.

Do not stack the loudspeaker array on unstable ground or surface. If the array is stacked on a structure,
platform, or stage, always check that the latter can support the total weight of the array.

As a general rule, L-Acoustics recommends the use of safety straps at all times.

Risk of falling objects

Verify that no unattached items remain on the product or assembly.

Risk of tipping

Remove all rigging accessories before transporting a product or an assembly.

Take into account the wind effects on dynamic load.

When a loudspeaker assembly is deployed in an open air environment, wind can produce dynamic stress to the
rigging components and suspension points.

If the wind force exceeds 6 bft (Beaufort scale), lower down and/or secure the product or the assembly.

Intended use

This system is intended for use by trained personnel for professional applications.

As part of a continuous evolution of techniques and standards, L-Acoustics reserves the right to
change the specifications of its products and the content of its documents without prior notice.
Check www.l-acoustics.com on a regular basis to download the latest document and software updates.

Long term exposure to extreme conditions may damage the product.
For more information, refer to the Products weather protection document, available on the website.

Read the maintenance section of this document before servicing the product.

Contact L-Acoustics for advanced maintenance.

Any unauthorized maintenance operation will void the product warranty.

This marking indicates that this product should not be disposed of with other household waste throughout the
EU. To prevent possible harm to the environment or human health from uncontrolled waste disposal, recycle
it responsibly to promote the sustainable reuse of material resources. To return your used device, please use

the return and collection systems or contact the retailer where the product was purchased. They can take this
product for environmentally safe recycling.

B
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Introduction

Introduction

X6i

X6i is a coaxial system designed for short throw installation applications that require discretion, elegance and yet
power. The slender and streamlined design of X6i facilitates its integration in highend architectural settings where it
provides clear, studio-like sound.

The passive loudspeaker features a 1.5" neodymium compression driver coaxially loaded by a 6.5" low frequency
transducer in a bass-reflex cabinet. This coaxial arrangement produces a 90° axisymmetric directivity with a smooth
tonal response free of secondary lobes over the entire frequency range.

X6i can be driven by two presets to adapt to the acoustic needs of projects and to subwoofer coupling configurations.
For strong vocal reinforcement, or when used alongside a subwoofer, the X6i preset boasts 123 dB of max SPL, down
to 69 Hz. For standalone applications and close proximity listening experience, the [X6i_50] preset delivers full range
sound reproduction down to 54 Hz, and produces 117 dB of max SPL.

The combination of pristine yet powerful sound and elegant form makes X6i ideal for vocal or musical reinforcement
in small theaters, live clubs, luxury and hospitality spaces, houses of worship, home & yacht, broadcast and recording
studios.

X6i owner's manual (EN) version 3.0 9



Introduction

How to use this manual

The X6i owner's manual is intended for all actors involved in the system design, implementation, preventive and
corrective maintenance of the X6i system. It must be used as follows:

1. Read the technical description for an overview of all system elements, their features, and their compatibilities.
» Electro-acoustical description (p.16)
* Rigging system description (p.20)
2. Prepare the system configuration. Consider the mechanical limits and the available acoustical configurations.
* Mechanical safety (p.38)
+ X6i mechanical configurations overview (p.65)
» Loudspeaker configurations (p.40)
3. Before rigging the system, perform mandatory inspections and functional checks.
* Inspection and preventive maintenance (p.49)
4. To deploy the system, follow the step-by-step rigging instructions and refer to the cabling schemes.
* Rigging procedures (p.65)
» Connection to LA amplified controllers (p.189)

o The Corrective maintenance (p.199) section contains the operations authorized for the end user.
Performing another operation exposes to hazardous situations.
For advanced maintenance, contact your L-Acoustics representative.
As part of a continuous evolution of techniques and standards, L-Acoustics reserves the right to change

the specifications of its products and the content of its document without prior notice. Please check www.I-
acoustics.com on a regular basis to download the latest document and software updates.

Contact information

For information on advanced corrective maintenance:
» Contact your Certified Provider or your L-Acoustics representative.

+ For Certified Providers, contact the L-Acoustics customer service: customer.service@]l-acoustics.com (EMEA/
APAC), laus.service@l-acoustics.com (Americas).

Symbols

The following symbols are used in this document:

This symbol indicates a potential risk of harm to an individual or damage to the product.

It can also notify the user about instructions that must be strictly followed to ensure safe installation or operation
of the product.

This symbol indicates a potential risk of electrical injury.

It can also notify the user about instructions that must be strictly followed to ensure safe installation or operation
of the product.

This symbol notifies the user about instructions that must be strictly followed to ensure proper installation or
operation of the product.

This symbol notifies the user about complementary information or optional instructions.

Be b b
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Revision history

Introduction

version number

publication date

modification

1.0

Apr. 2024

Initial version.

2.0

Aug. 2024

* Added new warning related to cable clip (X6i (p.20)).

» Updated rigging procedures involving PAN accessory with
TILT/TILTxx.

+ Updated Ceiling-mounting X6i vertically with VBAR and
TILTS/TILT15/TILT40 (p.157).

» Updated Flying X6i with X6i-HBAR (p.172).

» Added Corrective maintenance (p.199).

» Added corrections and improvements.

3.0

Oct. 2026

* Added the Inspection and preventive maintenance (p.49).

* Added D/R - Wadding (p.206).

* Added LA1.16i.

* Added preset [SYVA SUB_60].

» Updated system contour information in Loudspeaker
configurations (p.40).

» Added corrections and improvements.

X6i owner's manual (EN) version 3.0

11



System components

System components

Loudspeaker enclosures

X6i
SB10i
SB10r
SB6i
SB6r
Syva Sub

2-way passive coaxial enclosure: 6.5" LF + 1.5" HF diaphragm (installation version)
Ultra-compact subwoofer: 1 x 10" (installation version)

Ultra-compact subwoofer: 1 x 10" (recessed version)

Ultra-shallow subwoofer: 2 x 6.5"

Ultra-shallow subwoofer: 2 x 6.5" (recessed version)

Infra low frequency subwoofer; 1 x 12" LF

o Refer to the Syva user documentation for information on using Syva Sub.

Powering and driving system

LA1.16i
LA2Xi
LA4X
LA7.16
LA7.16i
LA12X

0 Refer to the LA1.

Cables

SP cables
SPCON
2 x 2.5 mm? cable

custom 2-point
speakON cable

DO cables

DOSUB-LA8

Install-specific amplified controller 16 x 160 W / 4 ohms
Install-specific amplified controller 4 x 640 W / 4 ohms
Amplified controller 4 x 1000 W / 8 ohms

Amplified controller 16 x 1300 W / 8 ohms
Install-specific amplified controller 16 x 1300 W / 8 ohms
Amplified controller 4 x 2600 W / 4 ohms

16i / LA2Xi / LA4X [ LA7.16 / LA7.16i / LA12X owner's manual for operating instructions.

SpeakON loudspeaker cables (4-point, 4 mm? gauge)

Come in different sizes: SP.7 (0.7 m /2.3 ft), SP5 (5 m/ 16.4 ft), SP10 (10 m / 32.8 ft), and
SP25 (25 m / 82 ft)

2-point speakON adaptor (2.5 mm? gauge) for terminal blocks

Speaker cable with bare wire endings
Adapt the cable length to the installation.

2-point speakON cable (2.5 mm? gauge) to bare wire cable

This cable needs to be custom made.

PA-COM loudspeaker cables (8-point, 4 mm? gauge)

Come in different sizes: DO.7 (0.7 m / 2.3 ft), DO.10 (10 m / 32.8 ft), and DO.25 (25 m / 82 ft)
Breakout cable for four passive enclosures (4 mm? gauge)

8-point PA-COM to 4 x 2-point speakON

Information about the connection of the enclosures to the LA amplified controllers is given in this

document.
Refer to the LA1.

16i / LA2Xi / LA4X / LA7.16 / LA7.16i / LA12X owner's manual for detailed instructions about

the whole cabling scheme, including modulation cables and network.

Rigging elements

X6i-onCW

12

On-wall or on-ceiling mounting accessory with silent blocks for X6i

X6i owner's manual (EN) version 3.0



WALLx2

PANx2

PAN

WALL

TILT

TILTS

TILT15

TILT40
TILT-SUPPORT
GROUND
GROUND55
GROUND35
X6i-HBAR
VBAR
CEILING-PENDANT
POLE

Software applications

Soundvision

LA Network Manager

Wall-mounting kit

Adjustable pan accessory kit +/-45°

Adjustable pan accessory +/-45°

Wall-mounting accessory

Adjustable tilt accessory from 0° to 40°

Fixed tilt accessory 5°

Fixed tilt accessory 15°

Fixed tilt accessory 40°

Support plate for TILT/PAN/WALL accessories
Ground-mounting accessory

Ground-mounting accessory for 55° site angle
Ground-mounting accessory for 35° site angle
Rigging accessory for horizontally-oriented X6i
Rigging accessory for vertically-oriented loudspeaker
Rigging accessory for ceiling-hung pendant loudspeaker

Pole-mount adapter

3D acoustical and mechanical modeling software

Software for remote control and monitoring of amplified controllers

n Refer to the Soundvision help.
Refer to the LA Network Manager help.

System component illustrations

System components

Cables

SP cables

custom 2-point

speakON cable

2 x 2.5 mm? cable

0.7m/10m/25m
2.3ft/32.8ft/82ft

DO cables

X6i owner's manual (EN) version 3.0
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System components
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System components

CEILING-PENDANT

Software applications

e

yANE R\
L 1111\
Soundvision LA Network Manager
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Electro-acoustical description

Electro-acoustical description

Directivity

X6i features a coaxial transducer arrangement that generates an axisymmetric directivity pattern of 90°.
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16 X6i owner's manual (EN) version 3.0



Electro-acoustical description

Preset description

[X6i] [X6i_50] [X6i_MO]

outputs channels routing gain delay polarity mute
OouT 1 PA IN A 0dB 0ms + ON
OUT 2 PA IN A 0dB 0ms + ON
OuUT 3 PA INB 0dB 0ms + ON
OUT 4 PA INB 0dB 0ms + ON

[SB10_60] [SB10_100] [SB10_200] [SB6_60] [SB6_100] [SB6_200] [SYVA SUB_60] [SYVA SUB_100]

outputs channels routing gain delay polarity mute
OouT 1 SB IN A 0dB 0ms + ON
OUT 2 SB IN A 0dB 0ms + ON
OuUT 3 SB IN A 0dB 0ms + ON
OUT 4 SB IN A 0dB 0ms + ON

X6i owner's manual (EN) version 3.0 17



Electro-acoustical description

Connectors

X6i

4-point terminal block with push-in
connection

Internal pinout for L-Acoustics 2-way passive enclosures

Terminal block points IN + IN -

Transducer connectors + -

18 X6i owner's manual (EN) version 3.0



Electro-acoustical description

SPCON terminal block to speakON adapter

SPCON is a 2-point speakON to bare wire adaptor for X6i. The cables have a gauge of 2.5 mm? and the ends are
equipped with ferrules. SPCON replaces the connector sealing plate.

Risk of electric shock

A When SPCON is connected to an amplified controller, the bare wires carry electrical voltage.
Always mount SPCON to the enclosure before connecting the speaker cable to SPCON.
Always disconnect the speaker cable from SPCON before removing SPCON from the enclosure.
If the speaker cable cannot be disconnected, unplug the amplified controller from the mains.

SPCON is not compatible with the following rigging accessories:

+  X6i-onCW

« WALLx2

* PANx2

+ GROUND55
+ GROUND35
+ GROUND

SPCON
2-point speakON

X6i owner's manual (EN) version 3.0 19



Rigging system description

Rigging system description

X6i

X6i is a loudspeaker enclosure dedicated for installation projects. X6i can be mounted on a wall, on a ceiling, flown, or
secured to the ground with dedicated rigging accessories, using the inserts at the back.

S >

\

* \\\

Secondary safety for flown, wall-mounted, or ceiling-mounted enclosures
Use one insert at the back of the enclosure to implement a secondary safety.

/

o Risk of acoustic leaks
Always put the placeholder screws back in place when the inserts are not in use.

The logo on the grill can be rotated to adapt to every position.

Weather resistance
X6i reaches IP55 protection level when it is in the vertical position, with the connector at the top.

20 X6i owner's manual (EN) version 3.0



Rigging system description

When on the ground, the shape of the cabinet provides three possible monitor angles: 0°, 35°, or 55°. Ground-
mounting accessories can be used for more stability, see GROUND / GROUND35 / GROUNDS5 (p.36).

55°

X6i includes a cable clip to run the speaker cable along the cabinet. Mount the cable clip on any available insert in the
middle of the enclosure with the provided M6x20 Torx screw.

o Do not mount the cable clip on a rigging accessory.

3 N.m
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Rigging system description

Elements for wall-mounting

g Risk of crushing injury
Ensure that the wall or ceiling can support the load of the product.

It is recommended to mount only on solid structures. If mounting on a hollow structure (such as a wall cavity),
place anchoring points on the framework (wall studs, ceiling joists), or reinforce the mounting area.

Select screws and anchors applicable to the wall or ceiling properties and to the load of the product. Prevent
screws from loosening over time, using for example thread locker or lock washers.

Refer to APPENDIX A: Specifications for screws and anchors (p.242).

TILT-SUPPORT

TILT-SUPPORT is a support plate for individual X6i wall-mounting accessories. TILT-SUPPORT must be used to
ensure the safety of the assembly with WALL, PAN, TILT5, TILT15, TILT40, or TILT.

TILT-SUPPORT is composed of:
* a main part with two M5 self-clinching studs
« fasteners for assembly

TILT-SUPPORT features three @ 6.4 mm / 0.25 in slotted holes for vertical and horizontal adjustment during
installation.

slotted holes (x3)

M5 studs

TILT-SUPPORYT fasteners
!” x2 x2

M5 hex locknut 5 mm thick plain
washer
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Rigging system description

X6i-onCW

X6i-onCW is a rigging interface with silent blocks for mounting one X6i on a wall or on a ceiling.X6i-onCW is composed
of:

+ one surface-mounting plate

+ three silent blocks:
* one enclosure-mounting plate with two silent blocks
* one individual silent block

+ fasteners for assembly and safety

The silent blocks isolate the enclosure from the wall to reduce the transmission of vibrations and improve sound quality.

X6i-onCW features four @ 6.4 mm / 0.25 in slotted holes for vertical and horizontal adjustment during installation. Four
flat M6 washers are provided for depth adjustment on uneven surfaces.

safety screws (x2)

silent blocks (x3)

A

slotted holes (x4)

/

surface-mounting
plate

A

X6i-onCW screws and fasteners

M M M

M6x35 Torx 6%25 Torx 6x10 spacer 6%3 spacer 6 mm flat washer
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Rigging system description

WALL

WALL is a rigging interface for mounting one X6i horizontally on a wall. It must be used in combination with TILT-
SUPPORT (p.22). WALL is composed of:

* amain part for mounting on XG6i

* arectangular washer

+ awall-mounting plate

» fasteners for assembly and safety

| I
, safety screw
wall-mounting _~
plate E [@
tapered N
spacers _— N
rectangular main part
washer
= |

n To mount X6i vertically on a wall, use WALLx2 (p.25) instead.

WALL screws and fasteners

o=

rectangular washer ~ M6x25 Torx M5 tapered spacer
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Rigging system description

WALLXx2

WALLX2 is a rigging interface for mounting one XG6i vertically on a wall. WALLX2 is composed of two WALL (p.24),
without rectangular washers:

+ two main parts for mounting on X6i
+ two wall-mounting plates
» fasteners for assembly and safety

/(
g safety screw
wall-mounting
plate
tapered
spacers

main part

WALLX2 screws and fasteners

x4 @ x4

M6x25 Torx M5 tapered spacer
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Rigging system description

Elements for ceiling-mounting or truss-mounting

g Risk of crushing injury
Ensure that the wall or ceiling can support the load of the product.

It is recommended to mount only on solid structures. If mounting on a hollow structure (such as a wall cavity),
place anchoring points on the framework (wall studs, ceiling joists), or reinforce the mounting area.

Select screws and anchors applicable to the wall or ceiling properties and to the load of the product. Prevent
screws from loosening over time, using for example thread locker or lock washers.

Refer to APPENDIX A: Specifications for screws and anchors (p.242).

VBAR

VBAR is a rigging bracket for mounting X6i vertically on the ceiling, or for flying X6i with a truss or a threaded rod in a
suspended ceiling.

VBAR can be combined with TILT, TILT5, TILT15, or TILT40 to adjust the site angle when mounting X6i on the ceiling.

VBAR has seven & 10.4 mm / 0.41 in possible pickup points for site angle setting in flown configuration. When
mounting on the ceiling, drive two screws in holes 1 and 7.

Ceiling-mounting holes
When ceiling-mounting with VBAR, always use holes 1 and 7 (at both ends) to ensure optimal support.

A @9 mm/0.35 in hole is available at the top of VBAR to run the speaker cable above X6i.

'\

cable passage

holes for
ceiling-mounting

VBAR screws and fasteners

sz =D ., x2 J ox2 => x2 L %

M6x25 Torx flat washer 6 mm M6 hex lock nut  M5x20 Torx 5 mm thick plain M5 hex locknut
washer
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X6i site angles when flown or truss-mounted with VBAR

hole N°

angle

1

18°

13°

70

10

-6°

-12°

N|jfo|loa|l B~ W]IDN

-19°
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Rigging system description

X6i-HBAR

X6i-HBAR is a rigging bracket for mounting X6i horizontally on the ceiling, or for flying X6i with a truss or a threaded
rod in a suspended ceiling.

X6i-HBAR has six @ 10.3 mm / 0.40 in possible pickup points for site angle setting in flown configuration. When
mounting on the ceiling, use one pair of adjacent, coplanar holes depending on the chosen site angle.

X6i-HBAR can be mounted on a horizontal X6i turned either way:
+ with the connector plate on the right-hand side:

o i

<

AN

» with the connector plate on the left-hand side:

X6i-HBAR screws

x3
M6x25 Torx
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X6i site angles when flown or truss-mounted with X6i-HBAR

hole N° angle

connector connector
plate right plate left

1 9° 11°

2 1°

3 -10°

4 -19°

5 -31°

6 -39° -42°

X6i site angles when ceiling-mounted with X6i-HBAR

holes N° angle
1+2 0°
3+4 -15°
5+6 -35°

CEILING-PENDANT

Rigging system description

CEILING-PENDANT is a rigging accessory for flying X6i in downward-facing position with a truss or a threaded rod in a

suspended ceiling.

The slotted hole at the top has a diameter of @ 12 mm / 0.47 in.

CEILING-PENDANT screws

x2
M6x20 Torx

X6i owner's manual (EN) version 3.0
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Rigging system description

Elements for site or azimuth angle adjustment

g Risk of crushing injury
Ensure that the wall or ceiling can support the load of the product.
It is recommended to mount only on solid structures. If mounting on a hollow structure (such as a wall cavity),
place anchoring points on the framework (wall studs, ceiling joists), or reinforce the mounting area.

Select screws and anchors applicable to the wall or ceiling properties and to the load of the product. Prevent
screws from loosening over time, using for example thread locker or lock washers.

Refer to APPENDIX A: Specifications for screws and anchors (p.242).

TILTS5 / TILT15/ TILT40

TILT5, TILT15, and TILT40 are rigging interfaces for mounting one X6i vertically or horizontally with a fixed site angle of
5°, 15°, or 40° respectively. They must be used in combination with TILT-SUPPORT (p.22) or VBAR (p.26). Optionally,
TILT5, TILT15, or TILT40 can be combined with PAN (p.34) to mount X6i with site and azimuth angle.

TILT5, TILT15, and TILT40 are composed of:
* amain part for mounting on X6i
+ awall-mounting plate
» arectangular washer for horizontal configurations
» fasteners for assembly and safety

g Risk of falling objects
Do not use TILT, TILT5, TILT15, or TILT40 upside-down. These rigging accessories are designed for negative
site angles only.

wall-mounting

plate
tapered
spacers

TILTS TILT15 TILT40
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Rigging system description

TILT5/ TILT15/ TILT40 screws and fasteners

@ %
x1 x2 x2

rectangular washer  M6x25 Torx M5 tapered spacer

X6i owner's manual (EN) version 3.0 31



Rigging system description

TILT

TILT is a rigging interface for mounting X6i vertically or horizontally with an adjustable site angle. It must be used in

combination with TILT-SUPPORT (p.22) or VBAR (p.26). Optionally, TILT can be combined with PAN (p.34) to

mount X6i with site and azimuth angle.

TILT is composed of:

* amain part for mounting on XG6i
+ awall-mounting part

+ fasteners for assembly and safety

g Risk of falling objects
Do not use TILT, TILT5, TILT15, or TILT40 upside-down. These rigging accessories are designed for negative

site angles only.

66
066
iy

a rectangular washer for horizontal configurations

T wall-mounting part

066

TILT screws and fasteners

@)

x1

x2

rectangular washer  M6x25 Torx

32

@%%6 ]
N\

angle axis

x1

M4x16 Torx
(pre-mounted)

main part

indexing
stud (x2)

) x1

Axis with M4
Torx head (pre-
mounted)
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The enclosure site angle can be adjusted from 0° to -40° in 5° steps.

enclosure <

® e
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Rigging system description

PAN

PAN is a rigging interface for mounting one X6i horizontally on a wall with adjustable azimuth angle. It must be used in
combination with TILT-SUPPORT (p.22).

PAN can be combined with TILT, TILT5, TILT15, or TILT40 to mount X6i horizontally or vertically with site and azimuth
angle.

The azimuth angle can be set between -45° and 45°.

PAN is composed of:
* amain part for mounting on XG6i
+ awall-mounting part
» arectangular washer for horizontal configurations
+ fasteners for assembly and safety

g Risk of falling objects
Do not use PAN or PANx2 upside-down.

Do not swap the wall-mounting part(s) and the enclosure-mounting part(s).

v

. main part — |
—— wall-mounting

part
rectangular —
washer

\p\\\

\\9 »

PAN screws and fasteners

ﬁ
@) = ' =
E x1 x2 !9' x2 x2 %2 !!' x2

rectangular washer ~ M6x25 Torx M6 hex lock nut  flat washer 6 mm M5%20 Torx M5 hex locknut
x2 x2

5 mm thick plain M8x16 Torx

washer

n To mount X6i vertically on a wall with adjustable azimuth angle and without site angle setting, use PANx2
(p.35) instead.
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PANXx2

Rigging system description

PANX2 is a rigging interface for mounting one X6i vertically on a wall with adjustable azimuth angle. It is composed of
two PAN (p.34), without the fasteners for combinations with TILT accessories or horizontal configurations:

+ two main parts for mounting on X6i
+ two wall-mounting parts
» fasteners for assembly and safety

The azimuth angle can be set between -45° and 45°.

g Risk of falling objects
Do not use PAN or PANx2 upside-down.

Do not swap the wall-mounting part(s) and the enclosure-mounting part(s).

v

I~ wall-mounting
part

X

/ |
\:@ X2

| = G

PANXx2 screws and fasteners

x2 x4
M8x16 Torx M6x20 Torx
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Rigging system description

Elements for ground-mounting

GROUND / GROUND35 / GROUND55

GROUND, GROUND35, and GROUNDS55 are accessories for securing X6i to the ground with a site angle of 0°, 35°, or
55° respectively.

Two @ 6.4 mm / 0.25 in holes are available for ground-mounting the enclosure.

GROUND GROUND35 GROUNDS55

GROUND / GROUND35 / GROUND55 screws and fasteners

x2
M6x25 Torx
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Rigging system description

Elements for pole-mounting

POLE

POLE is a rigging accessory for mounting X6i on a @ 35 mm (1-3/8") pole.

T captive screw (x2)
M10 locking nut -

T~ locking knob

@ 35 mm/1-3/8"
pole-mount
adapter
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Mechanical safety

Mechanical safety

Flown configurations

The X6i rigging system complies with EN 62368-1: 2014 Audio/video, information and communication technology
equipment — Part 1: Safety requirements.

The deployments described in this manual achieve a safety factor of 5.

BE >

X6i

Safe/maximum limit: 1
All the mechanical configurations described in this manual are destined to mount a single X6i.

Risk of injury or product damage
This manual describes all allowed mechanical configurations with X6i and its accessories.
Do not attempt to use these products outside of their intended use.

Mechanical configurations overview
For a detailed list of X6i mechanical configurations, refer to X6i mechanical configurations overview (p.65).

In this table, TILTxx designates the fixed angle accessories TILT5, TILT15, and TILT40.

configuration

deployment parameters

site angle adjustable azimuth angle
mode orientation 0° angle adjustable fixed angle
angle
vertical . XBi-onCW TILT- TILT-SUPPORT + | « PANx2
+ WALLx2 SUPPORT + | TILTxx «  With site angle setting:
TILT TILT-SUPPORT + PAN
+ TILT / TILTxx
wall-mounted
horizontal TILT-SUPPORT + | TILT- TILT-SUPPORT + | ¢ TILT-SUPPORT + PAN
WALL SUPPORT + [ TILTxx + With site angle setting:
TILT TILT-SUPPORT + PAN
+ TILT / TILTxx
. vertical VBAR VBAR + TILT |VBAR + TILTxx -
ceiling- i
mounted horizontal X6i-HBAR X6i-onCW -
truss- vertical VBAR CEILING- -
mounted / PENDANT
suspended horizontal X6i-HBAR -
by a threaded
rod

" with silent blocks
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Mechanical safety

Other configurations

X6i
configuration deployment parameters
site angle

mode orientation 0° angle fixed angle

vertical no rigging accessory -
grounded

horizontal GROUND GROUNDS55 (55°) / GROUND35 (35°)
pole-mounted vertical POLE -

Assessing mechanical safety

A

Mechanical safety of the rigging system

Before any installation, always model the system in Soundvision and check the Mechanics view section for any
stress or stability warning.

In order to assess the actual safety of any array configuration before implementation, refer to the following warnings:

A

Rated working load limit (WLL) is not enough

The rated WLL is an indication of the element resistance to tensile stress. For complex mechanical systems
such as loudspeaker arrays, WLLs cannot be used per se to determine the maximum number of enclosures
within an array or to assess the safety of a specific array configuration.

Mechanical modeling with Soundvision

The working load applied to each linking point, along with the corresponding safety factor, will depend on
numerous variables linked to the composition of the array (type and number of enclosures, splay angles) and
the implementation of the flying or stacking structure (hnumber and location of flying points, site angle). This
cannot be determined without the complex mechanical modeling and calculation offered by Soundvision.

Assessing the safety with Soundvision

The overall safety factor of a specific mechanical configuration always corresponds to the lowest safety factor
among all the linking points. Always model the system configuration with the Soundvision software and check
the Mechanics view section to identify the weakest link and its corresponding working load. By default, a stress
warning will appear when the mechanical safety goes beyond the recommended safety level.

Safety of ground-stacked arrays in Soundvision

For ground-stacked arrays, a distinct stability warning is implemented in Soundvision. It indicates a tipping
hazard when the array is not secured to the ground, stage or platform. It is the user's responsibility to secure the
array and to ignore the warning.

Additional safety for flown arrays

When flying an array, use available holes to implement a secondary safety.

Considerations must be given to unusual conditions

Soundvision calculations are based on usual environmental conditions. A higher safety factor is recommended
with factors such as extreme high or low temperatures, strong wind, prolonged exposition to salt water, etc.
Always consult a rigging specialist to adopt safety practices adapted to such a situation.
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Loudspeaker configurations

Loudspeaker configurations

X6i point source

Deployed as a standalone point source, an X6i system operates over the nominal bandwidth of the X6i enclosure for

short throw applications.

Two factory presets are available:

» The [X6i_50] preset extends the bandwidth in the low end, for full-range sound reproduction.
+ The [X6i] preset offers a higher SPL output for vocal reinforcement or to be combined with a low-frequency

element.

The X6i enclosure is driven by the LA1.16i / LA2Xi / LA4X / LA7.16 / LA7.16i / LA12X amplified controllers.

Refer to Specifications (p.215).

Reduced maximum SPL or drive capacity with LA1.16i / LA2Xi:
Refer to Connection to LA amplified controllers (p.189).

Preset [X6i_50] [X6i]
Frequency range (-10 dB) 54 Hz - 20 kHz 69 Hz - 20 kHz
Enclosure maximum SPL per 117 dB 123 dB
amplified controller

X6i point source with low-frequency element

Deployed as a point source with SB6i(r), SB10i(r), or Syva Sub subwoofers, X6i system is extended in the low end and

the LF contour is reinforced.

configuration subwoofer upper presets
frequency limit SB6i(r) SB10i(r) Syva Sub
closely coupled 200 Hz [SB6_200] [SB10_200] -
coupled 100 Hz [SB6_100] [SB10_100] -
separated 60 Hz [SB6_60] [SB10_60] [SYVA SUB_60]

X6i, SB6i(r), SB10i(r), and Syva Sub are driven by LA1.16i / LA2Xi / LA4X / LA7.16 / LA7.16i / LA12X.

40
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Loudspeaker configurations

n Reduced maximum SPL or drive capacity with LA1.16i / LA2Xi:
Refer to Connection to LA amplified controllers (p.189).
Refer to Specifications (p.215).

X6i with SB6i(r)

Closely coupled

With SB6i(r) and the [SB6_200] preset, the bandwidth of the X6i system is extended down to 32 Hz and the system
contour is reinforced.

The [X6i] preset is recommended for X6i in this configuration.

/\

max.
90cm/35in
o a
Enclosure X6i SB6i(r)
Preset [X6i] [SB6_200]
Recommended ratio 1 X6i : 2 SB6i with [X6i]

Frequency range (-10 dB) 32 Hz - 20 kHz

System contour (peak low-end SPL) | +15 dB at 50 Hz with [X6i] (1:2)

n Contour value takes into account the effect of the wall and floor on the contour.

o Grouping subwoofers

Place the subwoofer enclosures side by side. If not possible, the maximum distance between two adjacent
acoustic centers must be 0.9 m if the upper frequency limit of the subwoofer system is at 200 Hz.

o Delay values
Do not forget to add the pre-alignment and geometric delays depending on the configuration.

Pre-alignement delays

presets pre-alignment delay values and polarity settings

[X6i] + [SB6_200] X6i =0 ms + || SB6i = 0 ms .
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Loudspeaker configurations

Coupled

With SB6i(r) and the [SB6_100] preset, the bandwidth of the X6i system is extended down to 29 Hz and the system
contour is reinforced.

The [X6i] preset is recommended for X6i in this configuration.

A

max.
1.7m/56ft
o o

Enclosure X6i SB6i(r)
Preset [X6i] [SB6_100]
Recommended ratio 1 X6i : 2 SB6i(r) with [X6i]
Frequency range (-10 dB) 29 Hz - 20 kHz
System contour (peak low-end SPL) | +8 dB at 100 Hz with [X6i] (1:2)

n Contour value takes into account the effect of the wall and floor on the contour.

0 Grouping subwoofers

Place the subwoofer enclosures side by side. If not possible, the maximum distance between two adjacent
acoustic centers must be 1.7 m if the upper frequency limit of the subwoofer system is at 100 Hz.

0 Delay values
Do not forget to add the pre-alignment and geometric delays depending on the configuration.

Pre-alignement delays

presets pre-alignment delay values and polarity settings

[X6i] + [SB6_100] X6i =0 ms + || SB6i=1.2ms +
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Loudspeaker configurations

Separated

With SB6i(r) and the [SB6_60] preset, the bandwidth of the X6i system is extended down to 29 Hz and the system
contour is reinforced.

The [X6i_50] preset is recommended for X6i in this configuration.

min.
1.7m/5.6 ft
o
Enclosure XG6i SB6i(r)
Preset [X6i_50] [SB6_60]
Recommended ratio 1 X6i : 1 SB6i(r) with [X6i_50]

Frequency range (-10 dB) 29 Hz - 20 kHz

System contour (peak low-end SPL) | +8 dB at 100 Hz with [X6i_50]

n Contour value takes into account the effect of the wall and floor on the contour.

o Delay values
Do not forget to add the pre-alignment and geometric delays depending on the configuration.

Pre-alignement delays

presets pre-alignment delay values and polarity settings

[X6i_50] + [SB6_60] X6i = 0 ms + || SB6i =2 ms

X6i owner's manual (EN) version 3.0
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Loudspeaker configurations

X6i with SB10i(r)

Closely coupled

With SB10i(r) and the [SB10_200] preset, the bandwidth of the X6i system is extended down to 29 Hz and the system
contour is reinforced.

The [X6i] preset is recommended for X6i in this configuration.

max.
90 cm/35in

Enclosure X6i SB10i(r)

Preset [X6i] [SB10_200]

Recommended ratio 1 X6i : 1 SB10i(r)

Frequency range (-10 dB) 29 Hz - 20 kHz

System contour (peak low-end SPL) | +5 dB at 90 Hz with [X6i]

n Contour value takes into account the effect of the wall and floor on the contour.

o Delay values
Do not forget to add the pre-alignment and geometric delays depending on the configuration.

Pre-alignement delays

presets pre-alignment delay values and polarity settings

[X6i] + [SB10_200] X6i=1.4ms + |[SB10i=0ms .
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Loudspeaker configurations

Coupled

With SB10i(r) and the [SB10_100] preset, the bandwidth of the X6i system is extended down to 27 Hz and the system
contour is reinforced.

The [X6i] preset is recommended for X6i in this configuration.

max.
1.7m/5.6 ft

Enclosure X6i SB10i(r)

Preset [X6i] [SB10_100]

Recommended ratio 1 X6i : 1 SB10i(r)

Frequency range (-10 dB) 27 Hz - 20 kHz

System contour (peak low-end SPL) | +6 dB at 80 Hz with [X6i]

n Contour value takes into account the effect of the wall and floor on the contour.

o Delay values
Do not forget to add the pre-alignment and geometric delays depending on the configuration.

n No pre-alignment delay values are required for this configuration.

X6i owner's manual (EN) version 3.0 45



Loudspeaker configurations

Separated

With SB10i(r) and the [SB10_60] preset, the bandwidth of the X6i system is extended down to 25 Hz and the system
contour is reinforced.

The [X6i_50] preset is recommended for X6i in this configuration.

min.
1.7m/56 ft
o
Enclosure X6i SB10i(r)
Preset [X6i_50] [SB10_60]
Recommended ratio 1 X6i : 1 SB10i(r)
Frequency range (-10 dB) 27 Hz - 20 kHz

System contour (peak low-end SPL) |+12 dB at 100 Hz with [X6i_50]

n Contour value takes into account the effect of the wall and floor on the contour.

0 Delay values
Do not forget to add the pre-alignment and geometric delays depending on the configuration.

Pre-alignement delays

presets pre-alignment delay values and polarity settings

[X6i_50] + [SB10_60] X6i =0 ms + || SB10i=6.8 ms .
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Loudspeaker configurations

X6i with Syva Sub

Separated

With Syva Sub and the [SYVA SUB_60] preset, the bandwidth of the X6i system is extended down to 26 Hz and the
system contour is reinforced.

The [X6i_50] preset is recommended for X6i in this configuration.

max.
1.7m/5.6ft

Enclosure XG6i Syva Sub
Preset [X6i_50] [SYVA SUB_60]
Recommended ratio 2 X6i: 1 Syva Sub

Frequency range (-10 dB) 26 Hz - 20 kHz

System contour (peak low-end SPL) |+10 dB at 40 Hz with [X6i_50]

n Contour value takes into account the effect of the wall and floor on the contour.

o Delay values
Do not forget to add the pre-alignment and geometric delays depending on the configuration.

Pre-alignement delays

[X6i_50] + [SYVA SUB_60] X6i=0ms + | [ Syva Sub=0.4 ms +
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Loudspeaker configurations

X6i stage monitor

Deployed as a stage monitor, an X6i system operates over the nominal bandwidth of the X6i enclosure.
The [X6i_MO] preset delivers a reference frequency response in stage monitoring applications.
The X6i enclosure is driven by the LA1.16i / LA2Xi / LA4X / LA7.16 / LA7.16i / LA12X amplified controllers.

Preset [X6i_MO]
Frequency range (-10 dB) 65 Hz - 20 kHz

Low-latency preset
A low-latency preset is available for the X6i enclosure used as a monitor ([X6i_MO]). It reduces latency from 3.84 ms
down to 1.18 ms (LA7.16i) and 0.84 ms (LA2Xi/ LA4X / LA12X).

To combine the monitor with a subwoofer:
» on 4-channel amplified controllers, create a custom low-latency preset
* on 16-channel amplified controllers, select the low-latency (*_MO) preset for the subwoofer

Refer to the LA Network Manager Help for more information.
Paired X6i monitors with LFC

The Low Frequency Contour (LFC) tool implemented in LA Network Manager can compensate for coupling effects
between closely operating monitors. LFC allows to adjust the frequency response curve to obtain the desired low
frequency contour.

For paired X6i monitors, enter the following parameters to obtain the reference response curve of a single enclosure:

FREQ/RATIO 180
GAIN -3.0

For more information about LFC, refer to the LA Network Manager Help (section: Group Control Panel) and to the
Array Morphing white paper, available on www.l-acoustics.com.
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Inspection and preventive maintenance

How to do preventive maintenance

Inspect the system after any corrective maintenance operation.
Perform preventive maintenance at least once a year.

Rigging and hardware

Perform the Rigging part inspection (p.50) on each rigging part.

Use the Mechanical system overview (p.50) to identify critical parts of the system.

If any parts are damaged, contact your L-Acoustics representative for further instructions.
Acoustics

Perform the Enclosure check (p.61).
Perform the Listening test (p.63) to detect any degradation in sound quality.

If necessary, refer to the Corrective maintenance (p.199) section for speaker repair kits and maintenance
instructions.

X6i owner's manual (EN) version 3.0
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Rigging part inspection

About this task

The term "rigging part" comprises:
+ lifting accessories such as clamps and shackles
* rigging accessories such as rigging frames, rigging interfaces, and brackets
» fasteners used for assembling two products together such as ball-locking pins, rigging axes, and safety pins
* rigging plates mounted on enclosures and their rigging screws
+ screens mounted on enclosures

This inspection procedure covers only L-Acoustics products. To inspect other products that are part of the lifting chain,
refer to the manufacturer's instructions.

Prerequisite
Perform the inspection in a well-lit environment.
Procedure

1. Check that the rigging part is present.
2. Check for:

* corrosion

» wear and cracks

* bends and dents

* holes

* missing safety cues

* missing identification labels

* missing or loose fasteners

Replacing screws
A If a screw is loose, remove and replace it.
Always use the new screws provided in the repair kit.
If no new screw is available, add blue threadlocker before reusing the screw.
Do not apply more than the indicated torque.

3. Check the geometry of the part to identify critical deformations.
4. Check that the angle of the deployment has not changed over time.

What to do next

If a problem is detected, perform the authorized maintenance operations or contact your L-Acoustics representative.

Mechanical system overview

Critical parts of the lifting chains are highlighted.

The indicates a visual inspection.
0 Perform the Rigging part inspection (p.50) on critical parts.
g Replacing screws
If a screw is loose, remove and replace it.
Always use the new screws provided in the repair kit.

If no new screw is available, add blue threadlocker before reusing the screw.
Do not apply more than the indicated torque.
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X6i wall- or ceiling-mounted with X6i-onCW

Secondary safety for flown, wall-mounted, or ceiling-mounted enclosures

Use one insert at the back of the enclosure to implement a secondary safety.

Make sure the steel rope is as tensed as possible without bearing the load.

Check that the secondary safety is in place and secured after any operation of maintenance.

X6i wall- or ceiling-mounted vertically with X6i-onCW

/©\</©%D_J

safety screws are o mounting screws are
tightened tightened

connector sealing
plate is secured and
screws are tightened

silent blocks are
present

spacer is present

silent block screw is
tightened
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X6i wall-mounted with WALLx2 / WALL

safety screws are
tightened

mounting screws are
tightened

safety screw is

<)
—© °

X6i wall-mounted vertically with WALLx2

-
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tightened

|
[@]

=
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tapered spacers are
present

mounting screws are
tightened

connector sealing
plate is secured and
screws are tightened

screws are tightened

tapered spacers are
present

nuts are tightened

screws are tightened

rectangular washer
is present and in the
correct position
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X6i wall-mounted with TILT5 / TILT15/ TILT40

n Inspect X6i wall-mounted vertically / horizontally with TILT-SUPPORT and TILT15/ TILT40 in the same way as
X6i wall-mounted vertically / horizontally with TILT-SUPPORT and TILTS.

X6i wall-mounted vertically with TILT-SUPPORT and TILTS

tapered spacers are
present

nuts are tightened \

mounting screws are
tightened

safety screw is

screws are tightened tightened

tapered spacers are

present mounting screws are

tightened
nuts are tightened

safety screw is
tightened

screws are tightened

rectangular washer
is present and in the
correct position

o Make sure the rectangular washer is in the correct position.

~
\o/

[r) A
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Inspection and preventive maintenance

X6i wall-mounted with TILT

X6i wall-mounted vertically with TILT-SUPPORT and TILT

washers are present mounting screws are

nuts are tightened tightened

axis (left) and screw
®— (right) are tightened

N

il
1| %

L L Ml i
T ';‘H AN m‘\“
ol UL Hloll]

screws are tightened
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Inspection and preventive maintenance

X6i wall-mounted horizontally with TILT-SUPPORT and TILT

washers are present mounting screws are

nuts are tightened tightened

screws are tightened
axis (left) and screw
(right) are tightened

rectangular washer
is present and in the
correct position

o Make sure the rectangular washer is in the correct position.
O O

- 2
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X6i wall-mounted with PANx2 / PAN

X6i wall-mounted vertically with PANx2

mounting screws are
tightened

- connector sealing
® plate is secured and
P screws are tightened
/‘/— @
screws are tighttned —————————®]] e

’ ® screws are tightened

__[’/7

i

mounting screws are washers are present

tightened nuts are tightened

screws are tightened

N=x]

rectangular washer

o \
is present and in the
correct position |

0 Make sure the rectangular washer is in the correct position.

®O— screw is tightened

O O
—
O J IO H
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X6i ceiling-mounted with VBAR and TILT5 / TILT15/ TILT40

n Inspect X6i ceiling-mounted with VBAR and TILT15/ TILT40 in the same way as with TILT5.

X6i ceiling-mounted with VBAR and TILT5 mounting screws are
P tightened
mounting screws are >
tightened
®—  washers are present
tapered spacers are o~
present _
nuts are tightened

mounting screws are
tightened

connector plateis
secured and screws
are tightened safety screw is

tightened
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X6i ceiling-mounted with VBAR and TILT

mounting screws are
tightened

washers are present

nuts are tightened

mounting screws are
tightened

screw (left) and axis
/©/ (right) are tightened

connector sealing ‘@
plate is secured and
screws are tightened
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X6i ceiling-mounted or flown with X6i-HBAR

n X6i-HBAR can be mounted on a horizontal X6i turned either way:

with the connector plate on the right-hand side
with the connector plate on the left-hand side

@ ° =
°° ° o © NS Gooe © - e eo
° I}

mounting screws are

tightened screws are tightened

X6i flown with a threaded rod with X6i-HBAR

all nuts and washers
are present and
tightened

screws are tightened
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X6i truss-mounted with CEILING-PENDANT

all nuts and washers
are present and
tightened

——®

X6i ground-stacked with GROUND / GROUNDS5 / GROUND35

screws are tightened

n Inspect X6i ground-stacked with GROUND55 and GROUND35 in the same way as GROUND.

mounting screws are
tightened

X6i pole-mounted

screws are not loose
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screws are tightened

locking knob is
tightened

nut is tightened
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Inspection and preventive maintenance

Acoustical check

Enclosure check

LA4X
LA7.16
LA12X

o This feature is available on:

ENCLOSURE CHECK measures impedance at the reference frequencies for the connected loudspeaker family. The
test compares the measured impedance against the typical reference value for fast detection of loudspeakers with
continuity issues.

n The results can be used for preliminary diagnosis but cannot replace a comprehensive quality control.
Prerequisite

0 ENCLOSURE CHECK measurements can only be reliable if the following requirements are met:

Environment and temperature:
* Ambient temperature must be comprised between 0 °C / 32 °F and 40 °C / 104 °F. Ideal temperature is 20 °C /
68 °F.
» Enclosures must be at room temperature. If warm from a recent high level use or recently moved from a cold
environment, let the loudspeakers reach room temperature before starting.

Enclosures:
» Enclosures must be included in the embedded factory preset or layout library.
* Enclosures must be in nominal operating conditions:
* Remove covers or dollies obstructing the loudspeakers or the vents.
» Check for obvious physical damage or air leak: visually inspect the grill, gasket, cabinet, and connector plate
for loose, missing or damaged parts.
Connection:
* Useonly 10 m/ 30 ft 4 mm? / AWG 11 speaker cables.
* Do not connect enclosures in parallel.

Amplified controllers:
e LA4X must run at least firmware version 1.1.0.

* LA4X load sensors must be calibrated. Refer to the Load Sensor Calibration Tool technical bulletin for more
information.

*  LA4X must warm up for at least 10 minutes after power up. Do not power off, reboot or switch to standby mode to
avoid resetting the countdown.

* Load a preset or a layout corresponding to the connected loudspeaker's family. Presets from the user memories
may be used on condition they are made of presets supported in the embedded factory preset library.

Procedure

1. Power up the amplified controller. Let LA4X warm up for at least 10 minutes.
2. Connect the loudspeaker enclosures to the amplified controller.

3. Load a preset or a layout from (or built from) the embedded library and corresponding to the connected
loudspeaker family.

4. On the amplified controller, select MONITORING & INFO.
5. Select ENCLOSURE CHECK.
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Inspection and preventive maintenance

g Beware of sound levels.
Although the sound pressure levels generated for the ENCLOSURE CHECK are moderate, do not stay
within close proximity of the loudspeakers and consider wearing ear protection.

6. Launch the ENCLOSURE CHECK.

The amplified controller generates short sinusoidal signals simultaneously for each connected output.

The amplified controller displays the results for each output.

7. Depending on the displayed results, follow the instructions in the table.

8. Select each output with a NC, NOK, or UNDEF / UNDF result.

62

result interpretation instructions
OK measured impedance is close to the reference enclosure is in working order electrically
value
? unsupported preset family only supported enclosures should be tested
NC Not Connected if cables are connected:
a. inspect the cables and connections
b. go to step 8 (p.62)
NOK me_asured impedance is too different from the a. check that all the prerequisites are met, in
typical reference value particular that the loaded preset or layout
UNDEF / | measured impedance is undefined corrgsponds to the connected speaker's
UNDF family

b. inspect the cables and connections
c. go to step 8 (p.62)

The amplified controller displays:
+ the tested frequencies,
» information on the measured impedance:
» OPEN for open circuit (found in NC results),

*  SHORT for short circuit (found in NOK results), or

» a percentage of variation from the typical reference value (found in NOK and UNDEF / UNDF results)
» the number of operational transducers out of the total

Low variations from the typical reference value are acceptable: displayed percentage can be different from 0
and all transducers considered operational. These variations can be caused by the room temperature being
different from the ideal 20 °C / 68 °F, and by component or cable tolerances.
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Listening test

Procedure

1. Load the preset on an LA1.16i / LA2Xi / LA4X / LA7.16 / LA7.16i / LA12X amplified controller.
2. Connect a sine wave generator to the amplified controller.

Risk of hearing damage

Set a low sound level to start and use ear protection to adjust before testing.

3. Scan the bandwidth focusing on the usable range.
The sound should remain pure and free of unwanted noise.

4. Focus on the 35 Hz frequency.
The sound should remain pure and free of unwanted noise.

Troubleshooting for LF speakers
One or more LF speaker produces distorted, buzzing, rubbing, clicking, muffled or weak sound.
Possible causes

+ The screws are not tightened with the appropriate torque.
+ There is an air leak in the gasket.

» There is dust on the cone.

» The cone is damaged.

* The surround is torn or delaminated.

+ The voice coil or the spider is damaged.

Procedure

1. Perform the speaker disassembly procedure.
2. Visually inspect the cables and the connectors.
3. Visually inspect the speaker cone, the voice coil and the spider.

If any damage is visible, replace the speaker.
4. Carefully clean the speaker with a dry cloth.
5. Perform the reassembly procedure.

Replace the speaker gasket and the screws.

Apply the recommended torque.
6. Repeat the listening test.

If the problem persists, replace the speaker.
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Troubleshooting for HF drivers
One or more HF driver produces high-frequency harmonic distortions, strange vibrations or weak sound.
Possible causes

» There are foreign particles on the air gap.

+ The diaphragm is not centered correctly.

* The screws used for reassembly are too loose.
+ The diaphragm is damaged.

Procedure

1. Perform the diaphragm disassembly procedure.
2. Visually inspect the diaphragm and the voice coil.

If any damage is visible, replace the diaphragm.
3. Clean the air gap thoroughly.

Use double-face adhesive tape to remove any patrticles.
4. Perform the diaphragm reassembly procedure.

Apply the recommended torque.
5. Repeat the listening test.

If the problem persists, replace the driver.
Troubleshooting for installation enclosures
One or more enclosure produces a high-pitched, leaking air sound.
Possible cause
* Placeholder screws are missing.
Procedure

Visually inspect the screws on each side of the enclosures.
Secure placeholder screws in the empty inserts.
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Rigging procedures

X6i mechanical configurations overview

Use the following tables to choose the appropriate mechanical configuration based on the deployment parameters.
Each configuration links to the corresponding procedure.

g Risk of injury or product damage
This manual describes all allowed mechanical configurations with X6i and its accessories.

Do not attempt to use these products outside of their intended use.

n Deployment parameter definitions

Site angle ("tilt"): Physical deployment parameter that refers to the position of the source as the elevation
angle in the vertical dimension.

Azimuth angle ("pan™): Physical deployment parameter that refers to the position of the source as the off-axis
angle in the horizontal dimension.

X6i wall-mounted vertically

with site angle
?
pan: 0° -5° A45° -40° 0° to -40°
X6i-onCW (p.69) | TILT-SUPPORT | TILT-SUPPORT + | TILT-SUPPORT + | TILT-SUPPORT

+ TILT5 (p.79)

TILT15 (p.79) TILT40 (p.79) + TILT (p.85)
\‘Wﬁiﬁm Y W

no

WALLX2 (p.74)
N

TILT-SUPPORT TILT-SUPPORT TILT-SUPPORT TILT-SUPPORT
+ PAN + TILT5 + PAN + TILT15 + PAN + TILT40 + PAN + TILT

PANX2 (p.91)

yes Jj?
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X6i wall-mounted horizontally

with site angle
?
pan 0° -5° 15° -40° 0° to -40°
TILT-SUPPORT TILT-SUPPORT TILT-SUPPORT + TILT-SUPPORT + TILT-SUPPORT
+ WALL (p.111) + TILT5 (p.116) TILT15 (p.116) TILT40 (p.116) + TILT (p.121)
Y \| n
no
TILT-SUPPORT TILT-SUPPORT TILT-SUPPORT TILT-SUPPORT TILT-SUPPORT
+ PAN (p.128) + PAN + TILT5 + PAN + TILT15 + PAN + TILT40 + PAN + TILT
(p.133) (p.133) (p.133) (p.141)
yes

X6i ceiling-mounted vertically

site angle
0° -5° -15° -40° 0° to -40°
VBAR (p.150) VBAR + TILT5 VBAR + TILT15 VBAR + TILT40 VBAR + TILT

X6i ceiling-mounted horizontally

site angle

0° to -35°

90° (downward-facing)

66

X6i-onCW (p.175)
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X6i truss-mounted or suspended by a threaded rod

Rigging procedures

orientation site angle
18° to -19° 90° (downward-facing)
Vertical VBAR (p.150) CEILING-PENDANT (p.180)
==
o
Horizontal 9° to -42°
X6i-HBAR (p.167)
X6i ground-stacked
orientation site angle
0° 35° 55°
Vertical no rigging accessory —
Horizontal GROUND (p.182) GROUND35 (p.182) GROUNDS55 (p.182)

X6i pole-mounted

orientation site angle
00
Vertical

POLE (p.187)

fl
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Wall-mounting

Wall-mounting X6i vertically

Overview
with site angle
?
pan? 0° .50 -15° -40° 0° to -40°
X6i-onCW (p.69) TILT-SUPPORT TILT-SUPPORT + | TILT-SUPPORT + TILT-SUPPORT
TILT40 (p.79) + TILT (p.85)

+ TILT5 (p.79)

TILT15 (p.79)

no WALLX2 (p.74)
N %
|
TILT-SUPPORT | TILT-SUPPORT | TILT-SUPPORT | TILT-SUPPORT
+PAN+TILT5S | +PAN+TILTI5 | +PAN +TILT40 + PAN + TILT
PANX2 (p.91) (p-96) (p-96)

yes Kﬁ?
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Wall-mounting X6i vertically with X6i-onCW

Rigging procedures

Type of deployment

wall-mounting

Rigging accessories

X6i-onCW

Additional material

4 compatible screws and anchors

Tools

torque screwdriver

T20 Torx bit

T30 Torx bit

Min. number of operators

1

A
A

Risk of crushing injury
Ensure that the wall or ceiling can support the load of the product.

Secondary safety for flown, wall-mounted, or ceiling-mounted enclosures
Use one insert at the back of the enclosure to implement a secondary safety.

It is recommended to mount only on solid structures. If mounting on a hollow structure (such as a wall cavity),
place anchoring points on the framework (wall studs, ceiling joists), or reinforce the mounting area.

Select screws and anchors applicable to the wall or ceiling properties and to the load of the product. Prevent
screws from loosening over time, using for example thread locker or lock washers.

Specifications for screws and anchors

deployment accessory ultimate ultimate shear | screws mounting specific
tensile load load per quantity hole size constraints
per screw screw (daN)
(daN)
wall-mounting | X6i-onCW 4 4 @6.4mm/ total thickness
0.25in with washers:
(slotted) 13.10 mm/
0.51in

0 SPCON cannot be used in this configuration.

Screws and fasteners

from X6i-onCW

M6x35 Torx M6%25 Torx M6x10 spacer
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@6 mm flat washer
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Assembly
About this task

o For this configuration, the speaker cable must be run inside the wall or ceiling.

Prerequisite

Place X6i on its front face on a clean flat surface.

Procedure

o Make sure to leave enough space between the walls and the sides of the rigging element to access the
screw(s) when the enclosure is mounted.

1. Drill holes in the wall for the anchors and for the cable exit(s).

54 mmL2.1 in

64 mm /2.5in

68 mm /2.7 in -
|
£
5mm/0.20 in % S =
AN \ fay )
~ 7,/\ A
\ S | 2 @ ®
@ 6.4 mm/ g
0.251n ~ 34 m‘m /
£ 1.3in
<
e
£
£
<
& — c
! £ O
© e o 8 |\ e
i

2. Run the speaker cable inside the wall or ceiling.
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3. Secure the surface-mounting plate to the wall, using the four M6x10 spacers.
If the surface is uneven, adjust with the @6 mm flat washers.

Run the cable through the top hole of the surface-mounting plate.

= {

4. Secure the two top silent blocks to X6i:

a) Remove the connector sealing plate (if present) or the placeholder screws.

b) Run the cable through the enclosure-mounting plate and through the connector sealing plate.
c) Connect the cable to the X6i terminal block. Refer to Cabling X6i (p.192).

d) Secure the enclosure-mounting plate and the connector sealing plate to X6i.

Use the two M6x25 Torx screws.
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5. Secure the bottom silent block to X6i:

a) Remove the placeholder screw at the bottom of X6i.
b) Secure the silent block and the M6x3 spacer at the bottom of the enclosure.

Use the M6x35 Torx screw.

g Risk of crushing injury
This step requires two operators.
6. Mount X6i on the wall:

a) Align the silent blocks with the surface-mounting plate cutouts.
b) Push the assembly towards the bottom of X6i.
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7. Tighten the safety screws on both sides and make sure the assembly is stable.
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Wall-mounting X6i vertically with WALLx2

Type of deployment wall-mounting
Rigging accessories WALLXx2
Additional material 4 compatible screws and anchors
Tools torque screwdriver
T20 Torx bit
T30 Torx bit
Min. number of operators 1

g Secondary safety for flown, wall-mounted, or ceiling-mounted enclosures
Use one insert at the back of the enclosure to implement a secondary safety.

g Risk of crushing injury

Ensure that the wall or ceiling can support the load of the product.

It is recommended to mount only on solid structures. If mounting on a hollow structure (such as a wall cavity),
place anchoring points on the framework (wall studs, ceiling joists), or reinforce the mounting area.

Select screws and anchors applicable to the wall or ceiling properties and to the load of the product. Prevent
screws from loosening over time, using for example thread locker or lock washers.

Specifications for screws and anchors

deployment accessory ultimate ultimate shear | screws mounting specific
tensile load load per quantity hole size constraints
per screw screw (daN)
(daN)
wall-mounting | WALLx2 4 3 4 d52mm/ maximum
0.20in screw
head size:
11 mm/
0.43in

0 SPCON cannot be used in this configuration.

Screws and fasteners

from WALLx2

1=y

M6x25 Torx M5 tapered spacer
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Assembly
About this task

o For this configuration, the speaker cable must be run inside the wall.

Prerequisite

Place X6i on its front face on a clean flat surface.

Make sure that the WALLXx2 safety screws are present and loosened.
= 8
( I

Procedure

o Make sure to leave enough space between the walls and the sides of the rigging element to access the
screw(s) when the enclosure is mounted.

1. Drill holes in the wall for the anchors and for the cable exit.

Use the provided drilling template.

£
+ o
il A @5.2mm/0.20in
£
£
@y
N~
+ i
TEMPLATE X6i c
WALLXx2 g
£
0
©
DOWN ~
1
+ |
©
N ®

2. Run the speaker cable inside the wall.
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3. Secure the two wall-mounting plates to the wall with the four tapered spacers.

The gaskets are facing away from the wall.

Run the speaker cable through the top wall-mounting plate.

4. Secure the top WALLX2 part to X6i:

76

a) Remove the connector sealing plate (if present) or the placeholder screws.

b) Run the cable through the WALLXx2 part and through the connector sealing plate.
c) Connect the speaker cable to the X6i terminal block. Refer to Cabling X6i (p.192)
d) Secure the WALLX2 part and the connector sealing plate to X6i.

Use two M6x25 Torx screws.
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5. Secure the bottom WALLX2 part to X6i:

a) Remove the two bottom placeholder screws.
b) Secure the WALLx2 part to X6i.

Use two M6x25 Torx screws.

6. Mount X6i on the wall-mounting plates:

a) Align the midpoints of the WALLX2 rear cutouts with the tapered spacers.
b) Push X6i downwards.

[
\
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7. Tighten the two safety screws and make sure the assembly is stable.
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Wall-mounting X6i vertically with TILTS/TILT15/TILT40

Type of deployment wall-mounting

Rigging accessories TILT-SUPPORT
TILTS/TILT15/TILT40

Additional material 3 compatible screws and anchors

Tools torque screwdriver

screwdriver extension or angled screwdriver
T20 Torx bit
T30 Torx bit

8 mm wrench or 8 mm hex socket

Min. number of operators 1

Secondary safety for flown, wall-mounted, or ceiling-mounted enclosures
Use one insert at the back of the enclosure to implement a secondary safety.
Risk of crushing injury

A Ensure that the wall or ceiling can support the load of the product.

It is recommended to mount only on solid structures. If mounting on a hollow structure (such as a wall cavity),
place anchoring points on the framework (wall studs, ceiling joists), or reinforce the mounting area.

Select screws and anchors applicable to the wall or ceiling properties and to the load of the product. Prevent
screws from loosening over time, using for example thread locker or lock washers.

Specifications for screws and anchors

deployment accessory ultimate ultimate screws mounting specific
tensile load |shear load quantity hole size constraints
per screw per screw
(daN) (daN)
wall-mounting TILT- 6 6 3 6.4 mm/ -
SUPPORT + 0.25in
any accessory (slotted)

g Risk of falling objects
Do not use TILT, TILT5, TILT15, or TILT40 upside-down. These rigging accessories are designed for negative
site angles only.

Screws and fasteners

from TILT-SUPPORT

= .
M5 hex locknut

from TILTS5/TILT15/TILT40
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x2
M6x%25 Torx

80

x2

M5 tapered spacer
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Assembly
About this task

n In this procedure, TILTxx designates the fixed angle accessories TILT5, TILT15, and TILT40.

Prerequisite

Place X6i on its front face on a clean flat surface.

Make sure that the TILTxx safety screw is present and loosened.

@ iizu
g
8

Procedure

Rigging procedures

o Make sure to leave enough space between the walls and the sides of the rigging element to access the
screw(s) when the enclosure is mounted.

1. Drill holes in the wall for TILT-SUPPORT.

213 mm /8.4 in
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@6.4mm/0.25in
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Rigging procedures

2. Assemble the wall-mounting plate and tapered spacers with TILT-SUPPORT.

Use the two M5 nuts.

The wall-mounting plate gasket is facing away from TILT-SUPPORT.

4. Remove the two placeholder screws at the bottom of X6i.
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Rigging procedures

5. Secure TILTxx to X6i.

Use the two M6x25 Torx screws.

If the shank of the screwdriver collides with TILT40, use a screwdriver extension or an angled screwdriver to
drive the screws.

6. Prepare the cabling. Refer to Cabling X6i (p.192).
7. Mount X6i on the wall-mounting plate:

a) Align the midpoints of the TILTxx rear cutouts with the tapered spacers.
b) Push the assembly downwards.
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Rigging procedures

8. Tighten the safety screw and make sure the assembly is stable.
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Wall-mounting X6i vertically with TILT

Rigging procedures

Type of deployment

wall-mounting

Rigging accessories

TILT-SUPPORT

TILT

Additional material

3 compatible screws and anchors

Tools

torque screwdriver

2 x T20 Torx bit

T30 Torx bit

8 mm wrench or 8 mm hex socket

Min. number of operators

2

g Assembly overview
Pay attention to the position of the accessory parts throughout the procedure.

©00p

TILT

A
A

28 )
OO m
50 I
o
TILT-SUPPORT

Risk of crushing injury

Secondary safety for flown, wall-mounted, or ceiling-mounted enclosures
Use one insert at the back of the enclosure to implement a secondary safety.

Ensure that the wall or ceiling can support the load of the product.

It is recommended to mount only on solid structures. If mounting on a hollow structure (such as a wall cavity),
place anchoring points on the framework (wall studs, ceiling joists), or reinforce the mounting area.

Select screws and anchors applicable to the wall or ceiling properties and to the load of the product. Prevent
screws from loosening over time, using for example thread locker or lock washers.

Specifications for screws and anchors

deployment accessory ultimate ultimate shear | screws mounting specific
tensile load load per quantity hole size constraints
per screw screw (daN)
(daN)
wall-mounting | TILT- 6 6 3 @6.4mm/ -
SUPPORT + 0.25in
any accessory (slotted)

A

Risk of falling objects
Do not use TILT, TILT5, TILT15, or TILT40 upside-down. These rigging accessories are designed for negative

site angles only.

X6i owner's manual (EN) version 3.0
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Rigging procedures

Screws and fasteners

from TILT-SUPPORT

.J’ x2 x2
M5 hex locknut 5 mm thick plain

washer

from TILT

ﬁ
x2 x1 -

M6x%25 Torx M4x16 Torx  Axis with M4
(pre-mounted) Torx head (pre-
mounted)

86
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Assembly

Prerequisite

Place X6i on its front face on a clean flat surface.

Procedure

screw(s) when the enclosure is mounted.

Rigging procedures

o Make sure to leave enough space between the walls and the sides of the rigging element to access the

1. Drill holes in the wall for TILT-SUPPORT.

213 mm /8.4 in

80mm/3.1in

5mm/0.20in

@6.4mm/0.25in

2. Disassemble the two TILT parts.

X6i owner's manual (EN) version 3.0
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Rigging procedures

3. Assemble the TILT wall-mounting part with TILT-SUPPORT.

Use the two M5 nuts and washers.

4. Secure TILT-SUPPORT and TILT to the wall.
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Rigging procedures

5. Secure TILT to X6i:

a) Remove the two placeholder screws at the bottom of X6i.
b) Secure the TILT enclosure-mounting part to X6i.

Use the two M6x25 Torx screws.

6. Prepare the cabling. Refer to Cabling X6i (p.192).

Risk of pinching fingers
A Hold X6i from underneath when assembling the two TILT parts.
7. Mount X6i on the wall:
a) Assemble the two TILT parts by fitting the indexing studs into the hooks.

Make sure that the studs are pushed all the way into the hooks.

S~
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Rigging procedures

b) Rotate the assembly to select the site angle.

150 @® '300200
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c) Drive the axis through the holes and secure it with the M4x16 Torx screw.

Make sure that the assembly is stable.

90 X6i owner's manual (EN) version 3.0



Rigging procedures

Wall-mounting X6i vertically with PANx2

Type of deployment wall-mounting
Rigging accessories PANx2
Additional material 4 compatible screws and anchors
Tools torque screwdriver
T30 Torx bit
T40 Torx bit
Min. number of operators 1

g Secondary safety for flown, wall-mounted, or ceiling-mounted enclosures
Use one insert at the back of the enclosure to implement a secondary safety.

Risk of crushing injury
Ensure that the wall or ceiling can support the load of the product.

It is recommended to mount only on solid structures. If mounting on a hollow structure (such as a wall cavity),
place anchoring points on the framework (wall studs, ceiling joists), or reinforce the mounting area.

Select screws and anchors applicable to the wall or ceiling properties and to the load of the product. Prevent
screws from loosening over time, using for example thread locker or lock washers.

Specifications for screws and anchors

deployment accessory ultimate ultimate shear | screws mounting specific
tensile load load per quantity hole size constraints
per screw screw (daN)
(daN)
wall-mounting | PANx2 4 3 4 @6.4mm/ -
0.25in
(slotted)

g Risk of falling objects
Do not use PAN or PANx2 upside-down.
Do not swap the wall-mounting part(s) and the enclosure-mounting part(s).

0 SPCON cannot be used in this configuration.

Screws and fasteners

from PANx2
x2 x4
M8x16 Torx M6x20 Torx
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Rigging procedures

Assembly
About this task

o For this configuration, the speaker cable must be run inside the wall.

Prerequisite

Place X6i on its front face on a clean flat surface.

Procedure

1. Drill holes in the wall for the anchors and for the cable exit.

Use the provided drilling template.

S - £ 5mm/0.20in
o
I
E @6.4mm/0.25in
~i
i £
TEMPLATE X6i LO
PANX2 S
£
IS
DOWN @

+ i
Jr

2. Run the speaker cable inside the wall.
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Rigging procedures

3. Secure the two PANx2 wall-mounting parts to the wall.

@)
et

4. Secure the top PANX2 part to X6i:
a) Remove the connector sealing plate.

b) Run the cable through the PANx2 part and through the connector sealing plate.
c) Connect the cable to the X6i terminal block. Refer to Cabling X6i (p.192).
d) Secure the PANX2 part and the connector sealing plate to X6i.

Use two M6x20 Torx screws.
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Rigging procedures

5. Secure the bottom PANx2 part to X6i:
a) Remove the two bottom placeholder screws.
b) Secure the PANx2 part to X6i.

Use two M6x20 Torx screws.

6. Mount the assembly on the wall-mounting parts:
a) Align the pins with the top holes and push the assembly downwards.
b) Drive the two M8x16 Torx screws from underneath the PANX2 parts.

o Do not fully tighten the screws.

T _—

E X2
T40

“/@\

——— N |
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7. Rotate X6i to adjust the azimuth angle from -45° to +45°.

8. Tighten the two M8x16 Torx screws. Apply a torque of 10 N.m.

Make sure the assembly is stable.

X6i owner's manual (EN) version 3.0
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Rigging procedures
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Rigging procedures

Wall-mounting X6i vertically with PAN and TILTS/TILT15/TILT40

Type of deployment wall-mounting
Rigging accessories TILT-SUPPORT
PAN

TILTS/TILT15/TILT40

Additional material 3 compatible screws and anchors

Tools torque screwdriver
T20 Torx bit
T25 Torx bit
T30 Torx bit
T40 Torx bit

8 mm wrench or 8 mm hex socket

Min. number of operators 1

g Assembly overview
Pay attention to the position of the accessory parts throughout the procedure.

B
—_
C i
—_
TILTxx PAN TILT-SUPPORT

g Secondary safety for flown, wall-mounted, or ceiling-mounted enclosures
Use one insert at the back of the enclosure to implement a secondary safety.

g Risk of crushing injury

Ensure that the wall or ceiling can support the load of the product.

It is recommended to mount only on solid structures. If mounting on a hollow structure (such as a wall cavity),
place anchoring points on the framework (wall studs, ceiling joists), or reinforce the mounting area.

Select screws and anchors applicable to the wall or ceiling properties and to the load of the product. Prevent
screws from loosening over time, using for example thread locker or lock washers.

Specifications for screws and anchors

deployment accessory ultimate ultimate shear | screws mounting specific
tensile load load per quantity hole size constraints
per screw screw (daN)
(daN)
wall-mounting | TILT- 6 6 3 @6.4mm/ -
SUPPORT + 0.25in
any accessory (slotted)
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Rigging procedures

g Risk of falling objects
Do not use PAN or PANx2 upside-down.

Do not swap the wall-mounting part(s) and the enclosure-mounting part(s).

g Risk of falling objects
Do not use TILT, TILT5, TILT15, or TILT40 upside-down. These rigging accessories are designed for negative
site angles only.

Screws and fasteners

from TILT-SUPPORT

!!’ x2 x2
M5 hex locknut 5 mm thick plain

washer

from PAN

ﬁ‘
'
_J x2 x2 = x2 x2

M5x20 Torx M5 hex locknut 5 mm thick plain M8x16 Torx
washer

from TILTS5/TILT15/TILT40

. =.

M6x25 Torx M5 tapered spacer
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Rigging procedures

Assembly

About this task

n In this procedure, TILTxx designates the fixed angle accessories TILT5, TILT15, and TILT40.

Prerequisite

Place X6i on its front face on a clean flat surface.

Make sure that the TILTxx safety screw is present and loosened.

@ iizu

J
8

Procedure

98

Make sure to leave enough space between the walls and the sides of the rigging element to access the
screw(s) when the enclosure is mounted.

1. Drill holes in the wall for TILT-SUPPORT.

213 mm /8.4 in

80 mm/3.1in

5mm/0.20 in

@6.4mm/0.25in
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2. Assemble the PAN wall-mounting part with TILT-SUPPORT.

Use the two M5 nuts and washers.

3. Secure TILT-SUPPORT and PAN to the wall.

~

4. Assemble the wall-mounting plate and tapered spacers with PAN.
Use two M5x20 Torx screws, two M5 washers, and two M5 nuts.

The wall-mounting plate gasket is facing away from PAN.

X6i owner's manual (EN) version 3.0
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Rigging procedures

5. Mount the assembly on the PAN wall-mounting part:

a) Align the pin with the top hole and push the assembly downwards.
b) Drive the M8x16 Torx screw from underneath PAN.

o Do not fully tighten the screw.

| x1

6. Secure TILTxx to X6i:

a) Remove the two placeholder screws at the bottom of X6i.
b) Secure TILTxx to X6i.

Use the two M6x25 Torx screws.

If the shank of the screwdriver collides with TILT40, use a screwdriver extension or an angled
screwdriver to drive the screws.

7. Prepare the cabling. Refer to Cabling X6i (p.192).
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Rigging procedures

8. Mount X6i on PAN:

a) Align the midpoints of the TILTxx rear cutouts with the tapered spacers.
b) Push the assembly downwards.

9. Tighten the safety screw on TILTxx.
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Rigging procedures

10. Rotate the assembly to adjust the azimuth angle from -45° to +45°.

R~
oN o
-45° ° L+ 45

A\ I

11. Tighten the M8x16 Torx screw. Apply a torque of 10 N.m.

Make sure the assembly is stable.
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Rigging procedures

Wall-mounting X6i vertically with PAN and TILT

Type of deployment wall-mounting
Rigging accessories TILT-SUPPORT
PAN

TILT

Additional material 3 compatible screws and anchors

Tools torque screwdriver
T20 Torx bit
T30 Torx bit
T40 Torx bit

T20 screwdriver

8 mm wrench or 8 mm hex socket

10 mm wrench or 10 mm hex socket

Min. number of operators 2

g Assembly overview
Pay attention to the position of the accessory parts throughout the procedure.

000
oo
¢}
I

-

TILT PAN TILT-SUPPORT

Use one insert at the back of the enclosure to implement a secondary safety.
Risk of crushing injury
Ensure that the wall or ceiling can support the load of the product.

It is recommended to mount only on solid structures. If mounting on a hollow structure (such as a wall cavity),
place anchoring points on the framework (wall studs, ceiling joists), or reinforce the mounting area.

Select screws and anchors applicable to the wall or ceiling properties and to the load of the product. Prevent
screws from loosening over time, using for example thread locker or lock washers.

g Secondary safety for flown, wall-mounted, or ceiling-mounted enclosures

Specifications for screws and anchors

deployment accessory ultimate ultimate shear | screws mounting specific
tensile load load per quantity hole size constraints
per screw screw (daN)
(daN)
wall-mounting | TILT- 6 6 3 6.4 mm/ -
SUPPORT + 0.25in
any accessory (slotted)
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Rigging procedures

Risk of falling objects
A Do not use PAN or PANX2 upside-down.
Do not swap the wall-mounting part(s) and the enclosure-mounting part(s).
Risk of falling objects
A Do not use TILT, TILT5, TILT15, or TILT40 upside-down. These rigging accessories are designed for negative
site angles only.

Screws and fasteners

from TILT-SUPPORT

!!’ x2 x2

M5 hex locknut 5 mm thick plain
washer

from PAN
2 T o ” 2
M8x16 Torx M6x25 Torx M6 hex lock nut flat washer 6 mm
from TILT
=
x2 x1 ) x1

M6x25 Torx M4x16 Torx  Axis with M4
(pre-mounted) Torx head (pre-
mounted)

X6i owner's manual (EN) version 3.0
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Rigging procedures

Assembly
Prerequisite

Place X6i on its front face on a clean flat surface.

Procedure

screw(s) when the enclosure is mounted.
1. Drill holes in the wall for TILT-SUPPORT.

o Make sure to leave enough space between the walls and the sides of the rigging element to access the

80mm/3.1in
5mm/0.20in

@6.4mm/0.25in

213 mm /8.4 in

2. Assemble the PAN wall-mounting part with TILT-SUPPORT.

Use the two M5 nuts and washers.
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Rigging procedures

3. Secure TILT-SUPPORT and PAN to the wall.

o~

4. Disassemble the two TILT parts.

5. Assemble the PAN enclosure-mounting part with the TILT wall-mounting part.

Use the two M6x25 Torx screws, M6 nuts and washers.
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Rigging procedures

6. Mount the assembly on the PAN wall-mounting part:

a) Align the pin with the top hole and push the assembly downwards.
b) Drive the M8x16 Torx screw from underneath PAN.

0 Do not fully tighten the screw.

7. Secure TILT to X6i:

a) Remove the two placeholder screws at the bottom of X6i.
b) Secure the TILT enclosure-mounting part to X6i.

Use the two M6x25 Torx screws.

8. Prepare the cabling. Refer to Cabling X6i (p.192).

X6i owner's manual (EN) version 3.0 107



Rigging procedures

9. Mount X6i on the PAN and TILT assembly:
a) Assemble the two TILT parts by fitting the indexing studs into the hooks.

Make sure the studs are pushed all the way into the hooks.

b) Rotate the assembly to select the site angle.

-15°—
2

A @ -30°
20°
_350_ _Eo°
_400__@ @@@ 5 O_250
-10
enclosure ¢—— 0°—. — wall

c) Drive the axis through the holes and secure it with the M4x16 Torx screw.
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Rigging procedures

10. Rotate X6i to adjust the azimuth angle from -45° to +45°.

11. Tighten the M8x16 Torx screw. Apply a torque of 10 N.m.

Make sure the assembly is stable.
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Rigging procedures

Wall-mounting X6i horizontally

Overview
with site angle
2
pan 0° -5° 15° -40° 0° to -40°

no

TILT-SUPPORT
+ WALL (p.111)

TILT-SUPPORT
+ TILT5 (p.116)

TILT-SUPPORT +
TILT15 (p.116)
Y

TILT-SUPPORT +
TILT40 (p.116)
N

TILT-SUPPORT
+ TILT (p.121)

yes

110

TILT-SUPPORT
+ PAN (p.128)

TILT-SUPPORT
+PAN + TILT5
(p.133)

TILT-SUPPORT
+PAN + TILT15
(p.133)

TILT-SUPPORT
+ PAN + TILT40
(p.133)

TILT-SUPPORT
+ PAN + TILT

(p.141)

X6i owner's manual (EN) version 3.0



Wall-mounting X6i horizontally with WALL

Rigging procedures

Type of deployment

wall-mounting

Rigging accessories

TILT-SUPPORT

WALL

Additional material

3 compatible screws and anchors

Tools

torque screwdriver

T20 Torx bit

T30 Torx bit

8 mm wrench or 8 mm hex socket

Min. number of operators

1

A
A

Risk of crushing injury
Ensure that the wall or ceiling can support the load of the product.

Secondary safety for flown, wall-mounted, or ceiling-mounted enclosures
Use one insert at the back of the enclosure to implement a secondary safety.

It is recommended to mount only on solid structures. If mounting on a hollow structure (such as a wall cavity),
place anchoring points on the framework (wall studs, ceiling joists), or reinforce the mounting area.

Select screws and anchors applicable to the wall or ceiling properties and to the load of the product. Prevent
screws from loosening over time, using for example thread locker or lock washers.

Specifications for screws and anchors

deployment accessory ultimate ultimate shear | screws mounting specific
tensile load load per quantity hole size constraints
per screw screw (daN)
(daN)
wall-mounting | TILT- 6 6 3 36.4mm/ -
SUPPORT + 0.25in
any accessory (slotted)

Screws and fasteners

from TILT-SUPPORT

’

M5 hex locknut

from WALL

=> x2

5 mm thick plain

washer

T
x2 @ X2 ' x1

M6x25 Torx

M5 tapered spacer

X6i owner's manual (EN) version 3.0
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Rigging procedures

Assembly

Prerequisite

Place X6i on its front face on a clean flat surface.

Make sure that the WALL safety screw is present and loosened.

f— 8
|
Procedure

112

Make sure to leave enough space between the walls and the sides of the rigging element to access the
screw(s) when the enclosure is mounted.

1. Drill holes in the wall for TILT-SUPPORT.

213 mm /8.4 in

80 mm/3.1in

R

5mm/0.20in

@6.4mm/0.25in
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Rigging procedures

2. Assemble the wall-mounting plate and tapered spacers with TILT-SUPPORT.

Use the two M5 nuts.

The wall-mounting plate gasket is facing away from TILT-SUPPORT.

4. Remove the two placeholder screws in the middle of X6i.
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Rigging procedures

5. Insert the rectangular washer into WALL.

o Make sure the rectangular washer is in the correct position.

& &

( I HnH
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6. Secure WALL to X6i.
Use the two M6x25 Torx screws.

Align the top and the middle hole (formed by the washer) from the rigging accessory with the top and bottom
hole on X6i, respectively.

Make sure that the safety screw is at the top when the enclosure is mounted in its final position.
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7. Prepare the cabling. Refer to Cabling X6i (p.192).
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Rigging procedures

8. Mount the assembly on the wall-mounting plate:

a) Align the midpoints of the WALL rear cutouts with the tapered spacers.
b) Push the assembly downwards.

9. Tighten the safety screw and make sure the assembly is stable.
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Rigging procedures

Wall-mounting X6i horizontally with TILTS/TILT15/TILT40

Type of deployment wall-mounting

Rigging accessories TILT-SUPPORT
TILTS/TILT15/TILT40

Additional material 3 compatible screws and anchors

Tools torque screwdriver

screwdriver extension or angled screwdriver

T30 Torx bit

8 mm wrench or 8 mm hex socket

Min. number of operators 1

Use one insert at the back of the enclosure to implement a secondary safety.
Risk of crushing injury
Ensure that the wall or ceiling can support the load of the product.

It is recommended to mount only on solid structures. If mounting on a hollow structure (such as a wall cavity),
place anchoring points on the framework (wall studs, ceiling joists), or reinforce the mounting area.

Select screws and anchors applicable to the wall or ceiling properties and to the load of the product. Prevent
screws from loosening over time, using for example thread locker or lock washers.

g Secondary safety for flown, wall-mounted, or ceiling-mounted enclosures

Specifications for screws and anchors

deployment accessory ultimate ultimate shear | screws mounting specific
tensile load load per quantity hole size constraints
per screw screw (daN)
(daN)
wall-mounting | TILT- 6 6 3 36.4mm/ -
SUPPORT + 0.25in
any accessory (slotted)

g Risk of falling objects
Do not use TILT, TILT5, TILT15, or TILT40 upside-down. These rigging accessories are designed for negative
site angles only.

Screws and fasteners

from TILT-SUPPORT

N/
M5 hex locknut

from TILT5/TILT15/TILT40

<. . =.

rectangular washer  M6x25 Torx M5 tapered spacer
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Rigging procedures
Assembly

About this task

n In this procedure, TILTxx designates the fixed angle accessories TILT5, TILT15, and TILT40.

Prerequisite

Place X6i on its front face on a clean flat surface.

Make sure that the TILTxx safety screw is present and loosened.

@i:ﬂ

J
8

Procedure

o Make sure to leave enough space between the walls and the sides of the rigging element to access the
screw(s) when the enclosure is mounted.

1. Drill holes in the wall for TILT-SUPPORT.

80 mm/3.1in
5mm/0.20in

@6.4mm/0.25in

213 mm /8.4 in
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Rigging procedures

2. Assemble the wall-mounting plate and tapered spacers with TILT-SUPPORT.

Use the two M5 nuts.

The wall-mounting plate gasket is facing away from TILT-SUPPORT.

4. Remove the two placeholder screws in the middle of X6i.
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Rigging procedures

5. Insert the rectangular washer into TILTxx.

o Make sure the rectangular washer is in the correct position.

~
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6. Secure TILTxx to X6i.
Use the two M6x25 Torx screws.

Align the top and the middle hole (formed by the washer) from the rigging accessory with the top and bottom
hole on X6i, respectively.

Make sure that the safety screw is at the top when the enclosure is mounted in its final position.
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If the shank of the screwdriver collides with TILT40, use a screwdriver extension or an angled screwdriver to
drive the screws.

7. Prepare the cabling. Refer to Cabling X6i (p.192).
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Rigging procedures

8. Mount the assembly on the wall-mounting plate:

a) Align the TILTxx holes with the tapered spacers.
b) Push the assembly downwards.

9. Tighten the safety screw.

Make sure the assembly is stable.
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Wall-mounting X6i horizontally with TILT

Rigging procedures

Type of deployment

wall-mounting

Rigging accessories

TILT-SUPPORT

TILT

Additional material

3 compatible screws and anchors

Tools

torque screwdriver

T20 Torx bit

T30 Torx bit

8 mm wrench or 8 mm hex socket

Min. number of operators

1

g Assembly overview
Pay attention to the position of the accessory parts throughout the procedure.

©00p
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TILT-SUPPORT

Risk of crushing injury
Ensure that the wall or ceiling can support the load of the product.

Secondary safety for flown, wall-mounted, or ceiling-mounted enclosures
Use one insert at the back of the enclosure to implement a secondary safety.

It is recommended to mount only on solid structures. If mounting on a hollow structure (such as a wall cavity),
place anchoring points on the framework (wall studs, ceiling joists), or reinforce the mounting area.

Select screws and anchors applicable to the wall or ceiling properties and to the load of the product. Prevent
screws from loosening over time, using for example thread locker or lock washers.

Specifications for screws and anchors

deployment accessory ultimate ultimate shear | screws mounting specific
tensile load load per quantity hole size constraints
per screw screw (daN)
(daN)
wall-mounting | TILT- 6 6 3 @6.4mm/ -
SUPPORT + 0.25in
any accessory (slotted)

A

Risk of falling objects
Do not use TILT, TILT5, TILT15, or TILT40 upside-down. These rigging accessories are designed for negative

site angles only.
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Rigging procedures

Screws and fasteners

from TILT-SUPPORT

u’ x2 x2
M5 hex locknut 5 mm thick plain
washer

from TILT

@)

x1

rectangular washer

122

x2
M6x25 Torx

>

—

I x1 ) x1

M4x16 Torx  Axis with M4
(pre-mounted) Torx head (pre-
mounted)
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Assembly
About this task

Prerequisite

Place X6i on its front face on a clean flat surface.

Procedure

Rigging procedures

o Make sure to leave enough space between the walls and the sides of the rigging element to access the
screw(s) when the enclosure is mounted.

1. Drill holes in the wall for TILT-SUPPORT.

213 mm /8.4 in

2. Disassemble the two TILT parts

X6i owner's manual (EN) version 3.0

80mm/3.1in

5mm/0.20in

@6.4mm/0.25in
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Rigging procedures

3. Assemble the TILT wall-mounting part with TILT-SUPPORT.

Use the two M5 nuts and washers.

4. Secure TILT-SUPPORT and TILT to the wall.
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5. Secure TILT to X6i:

a) Remove the two placeholder screws in the middle of X6i.

b) Secure the TILT enclosure-mounting part with the rectangular washer to X6i.

Use the two M6x25 Torx screws.

Align the top and the middle hole (formed by the washer) from the rigging accessory with the top and

bottom hole on X6i, respectively.

Rigging procedures

B
i li & EQE - @ lip I -
A2l beod| |[[B - bwd| | [BH e beod
= J==) (O
o Make sure the rectangular washer is in the correct position.
O O
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O 5 .e'\,g',
X - ()
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6. Prepare the cabling. Refer to Cabling X6i (p.192).
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Rigging procedures

7.

126

g Risk of pinching fingers

Hold X6i from underneath when assembling the two TILT parts.

Mount X6i on the wall:

a) Assemble the two TILT parts by fitting the indexing studs into the hooks.
Make sure the studs are pushed all the way into the hooks.

b) Rotate the assembly to select the site angle.

enclosure €¢———

®

©e@

-15—
-35—
-40—

0°—

RIS
®
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Rigging procedures

c) Drive the axis through the holes and secure it with the M4x16 Torx screw.
Make sure the assembly is stable.
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Rigging procedures

Wall-mounting X6i horizontally with PAN

Type of deployment wall-mounting
Rigging accessories TILT-SUPPORT

PAN
Additional material 3 compatible screws and anchors
Tools torque screwdriver

T30 Torx bit

T40 Torx bit

8 mm wrench or 8 mm hex socket
Min. number of operators 1

g Assembly overview
Pay attention to the position of the accessory parts throughout the procedure.

—
—_
C i
-
PAN TILT-SUPPORT

g Secondary safety for flown, wall-mounted, or ceiling-mounted enclosures
Use one insert at the back of the enclosure to implement a secondary safety.

g Risk of crushing injury

Ensure that the wall or ceiling can support the load of the product.

It is recommended to mount only on solid structures. If mounting on a hollow structure (such as a wall cavity),
place anchoring points on the framework (wall studs, ceiling joists), or reinforce the mounting area.

Select screws and anchors applicable to the wall or ceiling properties and to the load of the product. Prevent
screws from loosening over time, using for example thread locker or lock washers.

Specifications for screws and anchors

deployment accessory ultimate ultimate shear | screws mounting specific
tensile load load per quantity hole size constraints
per screw screw (daN)
(daN)
wall-mounting | TILT- 6 6 3 @6.4mm/ -
SUPPORT + 0.25in
any accessory (slotted)

g Risk of falling objects
Do not use PAN or PANx2 upside-down.

Do not swap the wall-mounting part(s) and the enclosure-mounting part(s).
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Rigging procedures

Screws and fasteners

from TILT-SUPPORT

!!’ x2 x2
M5 hex locknut 5 mm thick plain
washer
from PAN
x1 x2 x2
rectangular washer ~ M6x25 Torx M8x16 Torx
Assembly

Prerequisite

Place X6i on its front face on a clean flat surface.

Procedure

o Make sure to leave enough space between the walls and the sides of the rigging element to access the
screw(s) when the enclosure is mounted.

1. Drill holes in the wall for TILT-SUPPORT.

80 mm/3.1in
5mm/0.20in

@6.4mm/0.25in

213 mm /8.4 in
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Rigging procedures

2. Assemble the PAN wall-mounting part with TILT-SUPPORT.

Use the two M5 nuts and washers.

3. Secure TILT-SUPPORT and PAN to the wall.

~
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4. Secure PAN to X6i:

a) Remove the two placeholder screws in the middle of X6i.
b) Secure the PAN enclosure-mounting part with the rectangular washer to X6i.

Use the two M6x25 Torx screws.

o Make sure the rectangular washer is in the correct position.

O
/\’

O

O

O

Rigging procedures

5. Prepare the cabling. Refer to Cabling X6i (p.192).

6. Mount the assembly on the PAN wall-mounting part:

a) Align the pin with the top hole and push the assembly downwards.
b) Drive the M8x16 Torx screw from underneath PAN.

o Do not fully tighten the screw.

X6i owner's manual (EN) version 3.0
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Rigging procedures

7. Rotate the assembly to adjust the azimuth angle.

Azimuth angle in horizontal orientation
When X6i is mounted horizontally with PAN against a wall, an azimuth angle of +12°/-12° can be reached.
Use a wedge or mount on a narrow wall to increase the azimuth angle, up to +45°/-45°.

K4

8. Tighten the M8 screw. Apply a torque of 10 N.m.

Make sure the assembly is stable.
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Wall-mounting X6i horizontally with PAN and TILTS/TILT15/TILT40

Rigging procedures

Type of deployment

wall-mounting

Rigging accessories

TILT-SUPPORT

PAN

TILTS/TILT15/TILT40

Additional material

3 compatible screws and anchors

Tools

torque screwdriver

T25 Torx bit

T30 Torx bit

T40 Torx bit

8 mm wrench or 8 mm hex socket

Min. number of operators

1

g Assembly overview
Pay attention to the position of the accessory parts throughout the procedure.

TILTxx

.
—
C i
—_
PAN TILT-SUPPORT

Secondary safety for flown, wall-mounted, or ceiling-mounted enclosures

Risk of crushing injury

A Use one insert at the back of the enclosure to implement a secondary safety.

Ensure that the wall or ceiling can support the load of the product.

It is recommended to mount only on solid structures. If mounting on a hollow structure (such as a wall cavity),
place anchoring points on the framework (wall studs, ceiling joists), or reinforce the mounting area.

Select screws and anchors applicable to the wall or ceiling properties and to the load of the product. Prevent
screws from loosening over time, using for example thread locker or lock washers.

Specifications for screws and anchors

deployment accessory ultimate ultimate shear | screws mounting specific
tensile load load per quantity hole size constraints
per screw screw (daN)
(daN)
wall-mounting | TILT- 6 6 3 @6.4mm/ -
SUPPORT + 0.25in
any accessory (slotted)

g Risk of falling objects
Do not use PAN or PANx2 upside-down.

Do not swap the wall-mounting part(s) and the enclosure-mounting part(s).

X6i owner's manual (EN) version 3.0
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Rigging procedures

g Risk of falling objects
Do not use TILT, TILT5, TILT15, or TILT40 upside-down. These rigging accessories are designed for negative
site angles only.

Screws and fasteners

from TILT-SUPPORT

x2 x2

M5 hex locknut 5 mm thick plain

washer
from PAN
ﬁ‘
—
) x2 .h-v’ x2 = x2 x2

M5x20 Torx M5 hex locknut 5 mm thick plain M8x16 Torx
washer

from TILTS5/TILT15/TILT40

<. 1.

rectangular washer ~ M6x25 Torx
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Rigging procedures
Assembly

About this task

n In this procedure, TILTxx designates the fixed angle accessories TILT5, TILT15, and TILT40.

Prerequisite

Place X6i on its front face on a clean flat surface.

Make sure that the TILTxx safety screw is present and loosened.

@i:ﬂ

J
8

Procedure

o Make sure to leave enough space between the walls and the sides of the rigging element to access the
screw(s) when the enclosure is mounted.

1. Drill holes in the wall for TILT-SUPPORT.

80 mm/3.1in
5mm/0.20in

@6.4mm/0.25in

213 mm /8.4 in

X6i owner's manual (EN) version 3.0
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Rigging procedures

2. Assemble the PAN wall-mounting part with TILT-SUPPORT.

Use the two M5 nuts and washers.

3. Secure TILT-SUPPORT and PAN to the wall.

~

4. Assemble the wall-mounting plate and tapered spacers with PAN.
Use two M5x20 Torx screws, two M5 washers, and two M5 nuts.

The wall-mounting plate gasket is facing away from PAN.
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Rigging procedures

5. Mount the assembly on the PAN wall-mounting part:

a) Align the pin with the top hole and push the assembly downwards.
b) Drive the M8x16 Torx screw from underneath PAN.

o Do not fully tighten the screw.

| x1

6. Remove the two placeholder screws in the middle of X6i.
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Rigging procedures

7. Insert the rectangular washer into TILTxx.

o Make sure the rectangular washer is in the correct position.

~
\o/

o) A

8
3
8

o]

8. Secure TILTxx to X6i.
Use the two M6x25 Torx screws.

Align the top and the middle hole (formed by the washer) from the rigging accessory with the top and bottom
hole on X6i, respectively.

Make sure that the safety screw is at the top when the enclosure is mounted in its final position.

&
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If the shank of the screwdriver collides with TILT40, use a screwdriver extension or an angled screwdriver to
drive the screws.

9. Prepare the cabling. Refer to Cabling X6i (p.192).
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Rigging procedures

10. Mount X6i on PAN:

a) Align the midpoints of the TILTxx rear cutouts with the tapered spacers.
b) Push the assembly downwards.

11. Tighten the safety screw on TILTxx.
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Rigging procedures

12. Rotate the assembly to adjust the azimuth angle.

Azimuth angle in horizontal orientation
When X6i is mounted horizontally with PAN against a wall, an azimuth angle of +12°/-12° can be reached.
Use a wedge or mount on a narrow wall to increase the azimuth angle, up to +45°/-45°.

13. Tighten the M8x16 Torx screw. Apply a torque of 10 N.m.

Make sure the assembly is stable.
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Rigging procedures

Wall-mounting X6i horizontally with PAN and TILT

Type of deployment wall-mounting
Rigging accessories TILT-SUPPORT
PAN

TILT

Additional material 3 compatible screws and anchors

Tools torque screwdriver
T20 Torx bit
T30 Torx bit
T40 Torx bit

T20 screwdriver

8 mm wrench or 8 mm hex socket

10 mm wrench or 10 mm hex socket

Min. number of operators 1

g Assembly overview
Pay attention to the position of the accessory parts throughout the procedure.

000
oo
¢}
I

-

TILT PAN TILT-SUPPORT

Use one insert at the back of the enclosure to implement a secondary safety.
Risk of crushing injury
Ensure that the wall or ceiling can support the load of the product.

It is recommended to mount only on solid structures. If mounting on a hollow structure (such as a wall cavity),
place anchoring points on the framework (wall studs, ceiling joists), or reinforce the mounting area.

Select screws and anchors applicable to the wall or ceiling properties and to the load of the product. Prevent
screws from loosening over time, using for example thread locker or lock washers.

g Secondary safety for flown, wall-mounted, or ceiling-mounted enclosures

Specifications for screws and anchors

deployment accessory ultimate ultimate shear | screws mounting specific
tensile load load per quantity hole size constraints
per screw screw (daN)
(daN)
wall-mounting | TILT- 6 6 3 6.4 mm/ -
SUPPORT + 0.25in
any accessory (slotted)

X6i owner's manual (EN) version 3.0 141



Rigging procedures

Risk of falling objects
A Do not use PAN or PANX2 upside-down.
Do not swap the wall-mounting part(s) and the enclosure-mounting part(s).
Risk of falling objects
A Do not use TILT, TILT5, TILT15, or TILT40 upside-down. These rigging accessories are designed for negative
site angles only.

Screws and fasteners

from TILT-SUPPORT

!!’ x2 x2
M5 hex locknut 5 mm thick plain
washer

from PAN

M6 hex lock nut flat washer 6 mm

x2 x2

M8x16 Torx M6x25 Torx

from TILT
<>
Q
x1 x2 x1 ) x1
rectangular washer ~ M6x25 Torx M4x16 Torx  Axis with M4
(pre-mounted) Torx head (pre-
mounted)
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Rigging procedures

Assembly
Prerequisite

Place X6i on its front face on a clean flat surface.

Procedure

screw(s) when the enclosure is mounted.
1. Drill holes in the wall for TILT-SUPPORT.

o Make sure to leave enough space between the walls and the sides of the rigging element to access the

80mm/3.1in
5mm/0.20in

@6.4mm/0.25in

213 mm /8.4 in

2. Assemble the PAN wall-mounting part with TILT-SUPPORT.

Use the two M5 nuts and washers.
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Rigging procedures

3. Secure TILT-SUPPORT and PAN to the wall.

o~

4. Disassemble the two TILT parts.

5. Assemble the PAN enclosure-mounting part with the TILT wall-mounting part.

Use the two M6x25 Torx screws, M6 nuts and washers.
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Rigging procedures

6. Mount the assembly on the PAN wall-mounting part:

a) Align the pin with the top hole and push the assembly downwards.
b) Drive the M8x16 Torx screw from underneath PAN.

0 Do not fully tighten the screw.

x1

7. Secure TILT to X6i:
a) Remove the two placeholder screws in the middle of X6i.
b) Secure the TILT enclosure-mounting part with the rectangular washer to X6i.
Use the two M6x25 Torx screws.

Align the top and the middle hole (formed by the washer) from the rigging accessory with the top and
bottom hole on X6i, respectively.

[ o]
12— —

0 Make sure the rectangular washer is in the correct position.
O O

- 2
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Rigging procedures

8. Prepare the cabling. Refer to Cabling X6i (p.192).
9. Mount X6i on the PAN and TILT assembly:

a) Assemble the two TILT parts by fitting the indexing studs into the hooks.

Make sure the studs are pushed all the way into the hooks.
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b) Rotate the assembly to select the site angle.

-15°—0 @

Rigging procedures

@

-35°—

®e@

enclosure <
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®

-40—0 © ©

c) Drive the axis through the holes and secure it with the M4x16 Torx screw.
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Rigging procedures

10. Rotate the assembly to adjust the azimuth angle.

Azimuth angle in horizontal orientation
When X6i is mounted horizontally with PAN against a wall, an azimuth angle of +12°/-12° can be reached.
Use a wedge or mount on a narrow wall to increase the azimuth angle, up to +45°/-45°.

11. Tighten the M8x16 Torx screw. Apply a torque of 10 N.m.

Make sure the assembly is stable.
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Ceiling-mounting or truss-mounting

Rigging procedures

Overview

X6i ceiling-mounted vertically

site angle
0° -5° -15° -40° 0° to -40°
VBAR (p.150) VBAR + TILT5 VBAR + TILT15 VBAR + TILT40 VBAR + TILT

X6i ceiling-mounted horizontally

site angle

0° to -35°

90° (downward-facing)

X6i truss-mounted or suspended by a threaded rod

orientation

X6i-HBAR (p.167)

X6i-onCW (p.175)

site angle
18° to -19° 90° (downward-facing)
Vertical VBAR (p.150) CEILING-PENDANT (p.180)
%?_,
v
Horizontal 9° to -42°

X6i owner's manual (EN) version 3.0
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Rigging procedures

Vertically

Ceiling-mounting or flying X6i vertically with VBAR

Type of deployment ceiling-mounting or truss-mounting
Rigging accessories VBAR
Additional material 2 compatible screws and anchors, or

1 max. @10 mm / 0.39 in truss clamp, or

1 max. @10 mm / 0.39 in threaded rod, with corresponding nuts and washers

Tools torque screwdriver
T30 Torx bit
Min. number of operators 2

g Secondary safety for flown, wall-mounted, or ceiling-mounted enclosures
Use one insert at the back of the enclosure to implement a secondary safety.
g Risk of crushing injury
Ensure that the wall or ceiling can support the load of the product.

It is recommended to mount only on solid structures. If mounting on a hollow structure (such as a wall cavity),
place anchoring points on the framework (wall studs, ceiling joists), or reinforce the mounting area.

Select screws and anchors applicable to the wall or ceiling properties and to the load of the product. Prevent
screws from loosening over time, using for example thread locker or lock washers.

Specifications for screws and anchors

deployment accessory ultimate ultimate shear | screws mounting specific
tensile load load per quantity hole size constraints
per screw screw (daN)
(daN)
ceiling- VBAR + 9 - 2 2 10.4 mm/ use the holes 1
mounting optional TILT 0.41in and 7 (at both
or TILTxx ends)

0 SPCON cannot be used in this configuration.

Screws and fasteners

from VBAR

x2
M6x25 Torx
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Rigging procedures
Ceiling-mounting X6i with VBAR
About this task
o For this configuration, the speaker cable must be run inside the ceiling.

Prerequisite

Place X6i on its front face on a clean flat surface.

Procedure

Ceiling-mounting holes
When ceiling-mounting with VBAR, always use holes 1 and 7 (at both ends) to ensure optimal support.

0 Make sure to leave enough space between the walls, the sides, and the rear of the rigging element to
access the screw(s) when the enclosure is mounted.

1. Drill holes in the ceiling for VBAR.
138 mm /5.4 in

O 00 0 0O O|A

@104 mm/0.4in

2. Secure VBAR to the ceiling.

1

fommmmm—-
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Rigging procedures

3. Run the speaker cable through VBAR.

0

&/

0
@/
0

4. Prepare X6i cabling:
a) Remove the connector sealing plate.
b) Run the cable through the connector sealing plate.
c) Connect the cable to the X6i terminal block. Refer to Cabling X6i (p.192).
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Rigging procedures

g Risk of crushing injury
This step requires two operators.
5. Hold the connector sealing plate against the connector and secure X6i to VBAR.

Use two M6x25 Torx screws.

Make sure the assembly is stable.
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Rigging procedures

Flying X6i with VBAR
About this task

ceiling-mounting

X6i site angles when flown or truss-mounted with VBAR

hole N°

angle

1

18°

13°

70

10

-6°

-12°

N|lo|loa| bW DN

-19°

Procedure

1. Run the speaker cable through VBAR.

154

'\

cable passage
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Rigging procedures

2. Prepare X6i cabling:
a) Remove the connector sealing plate.
b) Run the cable through the connector sealing plate.
c) Connect the cable to the X6i terminal block. Refer to Cabling X6i (p.192).

3. Hold the connector plate and position X6i upright.
4. Secure VBAR and the connector sealing plate to X6i.

I

i

C - o= -
X
)
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Rigging procedures

g Risk of crushing injury
This step requires two operators.

5. Choose the pickup point and secure XG6i to a truss clamp or a threaded rod (maximum @10 mm / 0.39 in) using
nuts.

Make sure the assembly is stable.

6. Fly X6i at desired height.

156 X6i owner's manual (EN) version 3.0



Rigging procedures

Ceiling-mounting X6i vertically with VBAR and TILTS/TILT15/TILT40

Type of deployment ceiling-mounting
Rigging accessories VBAR
TILTS/TILT15/TILT40
Additional material 2 compatible screws and anchors
Tools torque screwdriver
T20 Torx bit
T25 Torx bit
T30 Torx bit

8 mm wrench or 8 mm hex socket

Min. number of operators 2

g Assembly overview
Pay attention to the position of the accessory parts throughout the procedure.
[ I \\7

TILTxx VBAR

Secondary safety for flown, wall-mounted, or ceiling-mounted enclosures
A Use one insert at the back of the enclosure to implement a secondary safety.

Risk of crushing injury
A Ensure that the wall or ceiling can support the load of the product.

It is recommended to mount only on solid structures. If mounting on a hollow structure (such as a wall cavity),
place anchoring points on the framework (wall studs, ceiling joists), or reinforce the mounting area.

Select screws and anchors applicable to the wall or ceiling properties and to the load of the product. Prevent
screws from loosening over time, using for example thread locker or lock washers.

Specifications for screws and anchors

deployment accessory ultimate ultimate shear | screws mounting specific
tensile load load per quantity hole size constraints
per screw screw (daN)
(daN)
ceiling- VBAR + 9 - 2 @ 10.4 mm/ use the holes 1
mounting optional TILT 0.41in and 7 (at both
or TILTxx ends)

g Risk of falling objects
Do not use TILT, TILT5, TILT15, or TILT40 upside-down. These rigging accessories are designed for negative
site angles only.

g Ceiling-mounting holes
When ceiling-mounting with VBAR, always use holes 1 and 7 (at both ends) to ensure optimal support.
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Rigging procedures

Screws and fasteners

from VBAR
(=,
—
) x2 x2
M5x20 Torx 5 mm thick plain

washer

from TILTS5/TILT15/TILT40

L=,

M6x25 Torx M5 tapered spacer

Assembly
About this task

M5 hex locknut

n In this procedure, TILTxx designates the fixed angle accessories TILT5, TILT15, and TILT40.

Prerequisite

Place X6i on its front face on a clean flat surface.

Make sure that the TILTxx safety screw is present and loosened.

@ Iizu
J
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Rigging procedures

Procedure

g Ceiling-mounting holes
When ceiling-mounting with VBAR, always use holes 1 and 7 (at both ends) to ensure optimal support.

o Make sure to leave enough space between the walls, the sides, and the rear of the rigging element to
access the screw(s) when the enclosure is mounted.

1. Drill holes in the ceiling for VBAR.

138 mm /5.4 in

O O 0 0O O OF

\@ 104 mm/0.4in

2. Secure VBAR to the ceiling.

!
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3. Assemble the wall-mounting plate and tapered spacers with VBAR.
Use two M5x20 Torx, two M5 washers, and two M5 nuts.

The wall-mounting plate gasket is facing away from VBAR.

1

I =) QO
= X2

@ @0 5°
w
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Rigging procedures

4. Run the speaker cable through VBAR.

5. Secure TILTxx to X6i:
a) Remove the connector sealing plate (if present) or the placeholder screws.
b) Run the cable through TILTxx and through the connector sealing plate.
c) Connect the speaker cable to the X6i terminal block. Refer to Cabling X6i (p.192).
d) Secure TILTxx and the connector sealing plate to X6i.

Use two M6x25 Torx screws.
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Rigging procedures

g Risk of crushing injury
This step requires two operators.
6. Mount X6i on VBAR:

a) Align the midpoints of the TILTxx rear cutouts with the tapered spacers.
b) Push the assembly downwards.

7. Tighten the safety screw and make sure the assembly is stable.

3 N.m
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Rigging procedures

Ceiling-mounting X6i vertically with VBAR and TILT

Type of deployment ceiling-mounting
Rigging accessories VBAR

TILT
Additional material 2 compatible screws and anchors
Tools torque screwdriver

T20 Torx bit

T30 Torx bit

T40 Torx bit

T20 screwdriver

10 mm wrench or 10 mm hex socket
Min. number of operators 2

g Assembly overview
Pay attention to the position of the accessory parts throughout the procedure.

[ | \\7
8 0O
O¢
TILT VBAR

g Secondary safety for flown, wall-mounted, or ceiling-mounted enclosures
Use one insert at the back of the enclosure to implement a secondary safety.

g Risk of crushing injury

Ensure that the wall or ceiling can support the load of the product.

It is recommended to mount only on solid structures. If mounting on a hollow structure (such as a wall cavity),
place anchoring points on the framework (wall studs, ceiling joists), or reinforce the mounting area.

Select screws and anchors applicable to the wall or ceiling properties and to the load of the product. Prevent
screws from loosening over time, using for example thread locker or lock washers.

Specifications for screws and anchors

deployment accessory ultimate ultimate shear | screws mounting specific
tensile load load per quantity hole size constraints
per screw screw (daN)
(daN)
ceiling- VBAR + 9 - 2 @ 10.4 mm/ use the holes 1
mounting optional TILT 0.41in and 7 (at both
or TILTxx ends)

g Risk of falling objects
Do not use TILT, TILT5, TILT15, or TILT40 upside-down. These rigging accessories are designed for negative
site angles only.
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Rigging procedures

Screws and fasteners

from VBAR

M6x25 Torx flat washer 6 mm M6 hex lock nut

from TILT
=
) x1
M6x25 Torx M4x16 Torx  Axis with M4
(pre-mounted) Torx head (pre-
mounted)
Assembly

About this task

n In this procedure, TILTxx designates the fixed angle accessories TILT5, TILT15, and TILT40.

Prerequisite

Place X6i on its front face on a clean flat surface.
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Procedure

g Ceiling-mounting holes
When ceiling-mounting with VBAR, always use holes 1 and 7 (at both ends) to ensure optimal support.
o Make sure to leave enough space between the walls, the sides, and the rear of the rigging element to
access the screw(s) when the enclosure is mounted.

1. Drill holes in the ceiling for VBAR.
138 mm /5.4 in

O O 0 0O O OF

\@ 104 mm/0.4in

2. Assemble the TILT wall-mounting part with VBAR.

Use two M6x25 Torx, two M6 nuts and two M6 washers.

3 N.m

3. Secure VBAR to the ceiling.

=
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4. Secure TILT to X6i:

a) Remove the connector sealing plate (if present) or the placeholder screws.

b) Run the cable through TILT and through the connector sealing plate.

c) Connect the speaker cable to the X6i terminal block. Refer to Cabling X6i (p.192).
d) Secure the TILT enclosure-mounting part and the connector sealing plate to X6i.

Use the two M6x25 Torx screws.

5N.m
——

Risk of crushing injury
A This step requires two operators.
5. Mount X6i on VBAR.
a) Assemble the two TILT parts by fitting the indexing studs into the hooks.

Make sure that the studs are pushed all the way into the hooks.
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Rigging procedures

b) Rotate the assembly to select the site angle.

enclosure <

®

®e @

-15—
-35—
-40—

0°—

RIS
o)

c) Drive the axis through the holes and secure it with the M4x16 Torx screw.

Make sure that the assembly is stable.
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Horizontally

Ceiling-mounting or truss-mounting X6i horizontally with X6i-HBAR

Rigging procedures

Type of deployment

ceiling-mounting or truss-mounting

Rigging accessories

X6i-HBAR

Additional material

2 compatible screws and anchors, or

1 max. @10 mm / 0.39 in truss clamp, or

1 max. @10 mm / 0.39 in threaded rod, with corresponding nuts and washers

Tools torque screwdriver
T30 Torx bit
level

Min. number of operators 2

Secondary safety

Risk of crushing injury

A
A

Ensure that the wall or ceiling can support the load of the product.

Use available holes on the rigging accessories to implement a secondary safety.

It is recommended to mount only on solid structures. If mounting on a hollow structure (such as a wall cavity),
place anchoring points on the framework (wall studs, ceiling joists), or reinforce the mounting area.

Select screws and anchors applicable to the wall or ceiling properties and to the load of the product. Prevent
screws from loosening over time, using for example thread locker or lock washers.

Specifications for screws and anchors

deployment accessory ultimate ultimate shear | screws mounting specific
tensile load load per quantity hole size constraints
per screw screw (daN)
(daN)
ceiling- X6i-HBAR 9 - 2 @ 10.3 mm/ use two
mounting 0.40in adjacent,
coplanar holes
distance
between
centers:
23 mm/
0.90in

Screws and fasteners

from X6i-HBAR

x3
M6x25 Torx
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Ceiling-mounting X6i horizontally with X6i-HBAR

About this task
o For this configuration, the speaker cable must be run inside the ceiling.

X6i site angles when ceiling-mounted with X6i-HBAR

holes N° angle
1+2 0°
3+4 -15°
5+6 -35°

Prerequisite

Place X6i on its front face on a clean flat surface.
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Procedure

Ceiling-mounting holes
When ceiling-mounting with X6i-HBAR, use one pair of adjacent, coplanar holes depending on the chosen
site angle.

1. Drill holes in the ceiling for X6i-HBAR.

@6x11 mm/0.43in

(et

Q0 00 0|0

23 mm/0.91in

2. Secure X6i-HBAR to the ceiling.

!

Fommmm—-
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Rigging procedures

3. Remove the three placeholder screws in the middle of X6i.
n X6i-HBAR can be mounted on a horizontal X6i turned either way:

with the connector plate on the right-hand side
with the connector plate on the left-hand side

g Risk of crushing injury
This step requires two operators.

0 Do not fully tighten the screws.

4. Mount X6i on X6i-HBAR.
Use three M6x25 Torx screws.

5. Tighten the screws.
Make sure the assembly is stable.
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Rigging procedures

6. Prepare X6i cabling. Refer to Cabling X6i (p.192).
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Flying X6i with X6i-HBAR

About this task

X6i site angles when flown or truss-mounted with X6i-HBAR

hole N° angle

connector connector
plate right plate left

1 9° 11°

2 1°

3 -10°

4 -19°

5 -31°

6 -39° -42°

Prerequisite

Place X6i on its front face on a clean flat surface.
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Rigging procedures

Procedure

n Adjust the threaded rod lenght to avoid any collision with the enclosure.

o
-

1. Choose the pickup point and secure X6i-HBAR to a truss clamp or to a threaded rod (maximum @ 10 mm / 0.39 in)
using nuts.

2. Remove the three placeholder screws in the middle of X6i.
n X6i-HBAR can be mounted on a horizontal X6i turned either way:

with the connector plate on the right-hand side
with the connector plate on the left-hand side

—

°

@ [y o
@
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o Do not fully tighten the screws.

3. Mount X6i on X6i-HBAR.
Use three M6x25 Torx screws.

4. Adjust the roll angle.

o op?
©
U

©

U
©
U
o 00
5

U
6
U

~{

5. Tighten the screws.

J o
(c@> o (0O

N
N\

6. Prepare the cabling. Refer to Cabling X6i (p.192).
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Downward-facing

Ceiling-mounting X6i with X6i-onCW

Rigging procedures

Type of deployment

ceiling-mounting

Rigging accessories X6i-onCW

Additional material

4 compatible screws and anchors

Tools torque screwdriver
T20 Torx bit
T30 Torx bit

Min. number of operators 2

Risk of crushing injury

A
A

Ensure that the wall or ceiling can support the load of the product.

Secondary safety for flown, wall-mounted, or ceiling-mounted enclosures
Use one insert at the back of the enclosure to implement a secondary safety.

It is recommended to mount only on solid structures. If mounting on a hollow structure (such as a wall cavity),
place anchoring points on the framework (wall studs, ceiling joists), or reinforce the mounting area.

Select screws and anchors applicable to the wall or ceiling properties and to the load of the product. Prevent
screws from loosening over time, using for example thread locker or lock washers.

Specifications for screws and anchors

deployment accessory ultimate ultimate shear | screws mounting specific
tensile load load per quantity hole size constraints
per screw screw (daN)
(daN)
ceiling- X6i-onCW 4 - 4 @6.4mm/ total thickness
mounting 0.25in with washers:
13.10 mm /
0.51in
0 SPCON cannot be used in this configuration.
Screws and fasteners
from X6i-onCW
.'
I :
- %1 T x2 @ x4 x1 x4
M6x35 Torx M6%25 Torx M6x10 spacer M6x3 spacer @6 mm flat washer
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Rigging procedures

Assembly
About this task

o For this configuration, the speaker cable must be run inside the wall or ceiling.

Prerequisite

Place X6i on its front face on a clean flat surface.

Procedure

o Make sure to leave enough space between the walls and the sides of the rigging element to access the
screw(s) when the enclosure is mounted.

1. Drill holes in the ceiling for the anchors and for the cable exit(s).

54 mmL2.1 in

64 mm /2.5in

68 mm /2.7 in -
|
£
5mm/0.20 in % S =
AN \ fay )
~ 7,/\ A
\ S | 2 @ ®
@ 6.4 mm/ g
0.251n ~ 34 m‘m /
£ 1.3in
<
e
£
£
<
& — c
! £ O
© e o 8 |\ e
i

2. Run the speaker cable inside the ceiling.
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Rigging procedures

3. Secure the surface-mounting plate to the ceiling, using the four M6x10 spacers.
If the surface is uneven, adjust with the @6 mm flat washers.

Run the cable through the top hole of the surface-mounting plate.

=

4. Secure the two top silent blocks to X6i:

a) Remove the connector sealing plate (if present) or the placeholder screws.

b) Run the cable through the enclosure-mounting plate and through the connector sealing plate.
c) Connect the cable to the X6i terminal block. Refer to Cabling X6i (p.192).

d) Secure the enclosure-mounting plate and the connector sealing plate to X6i.

Use the two M6x25 Torx screws.
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Rigging procedures

5. Secure the bottom silent block to X6i:

a) Remove the placeholder screw at the bottom of X6i.
b) Secure the silent block and the M6x3 spacer at the bottom of the enclosure.

Use the M6x35 Torx screw.

Risk of crushing injury
A This step requires two operators.
6. Mount X6i on the ceiling:
a) Align the silent blocks with the surface-mounting plate cutouts.
b) Push the assembly towards the bottom of X6i.
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7. Tighten the safety screws on both sides and make sure the assembly is stable.
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Flying X6i with CEILING-PENDANT

Type of deployment

truss-mounting

Rigging accessories

CEILING-PENDANT

Additional material

1 max. @ 12 mm/0.47 in truss clamp, or

1 max. @ 12 mm / 0.47 in threaded rod, with corresponding nuts and washers

Tools torque screwdriver
T30 Torx bit
Min. number of operators 2

Secondary safety for flown, wall-mounted, or ceiling-mounted enclosures
Use one insert at the back of the enclosure to implement a secondary safety.

Screws and fasteners

from CEILING-PENDANT

x2
M6x20 Torx

Assembly
About this task

o For this configuration, the speaker cable must be run inside the ceiling.

Prerequisite

Place X6i on its front face on a clean flat surface.
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Rigging procedures

Procedure

1. Remove the two placeholder screws in the middle of X6i.

2. Secure CEILING-PENDANT to X6i.
Use two M6x25 Torx screws.

3. Fly X6i with a truss clamp or a threaded rod (maximum & 12 mm / 0.47 in).
Make sure the assembly is stable.

4. Prepare the cabling. Refer to Cabling X6i (p.192).
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Rigging procedures

Ground-mounting

Overview
orientation site angle
0° 35° 55°
Vertical no rigging accessory -
Horizontal GROUND (p.182) GROUNDZ35 (p.182) GROUNDS55 (p.182)

Ground-mounting X6i horizontally with GROUND / GROUNDS55 / GROUND35

Type of deployment

ground-stacking

Rigging accessories

GROUND / GROUNDS55 / GROUND35

Additional material

2 compatible screws and anchors

Tools

torque screwdriver

T30 Torx bit

screwdriver extension

Min. number of operators

1

o SPCON cannot be used in this configuration.

Specifications for screws and anchors

deployment accessory ultimate ultimate shear | screws mounting specific
tensile load load per quantity hole size constraints
per screw screw (daN)
(daN)
ground- GROUND / - - 2 6.4 mm/ -
mounting GROUNDS35/ 0.25in
GROUNDS55

Screws and fasteners

from GROUND / GROUNDS5 / GROUND35

x2
M6x25 Torx
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Rigging procedures

Assembly
About this task

In this procedure, GROUNDxx designates the ground-mounting accessories GROUND55, GROUND35, and
GROUND.

Prerequisite

Place X6i on its front face on a clean surface:
+ For GROUNDS5S5 (55° site angle): with the connector plate on the right.

+ For GROUND35 (35° site angle) and GROUND (0° site angle) : with the connector plate on the left.

Procedure

1. Remove the two placeholder screws in the middle of X6i.
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Rigging procedures

0 Do not fully tighten the screws.

2. Mount GROUNDxx on X6i.

Use two M6x25 Torx screws.

GROUND55 GROUND35

GROUND

3. Place X6i in monitor position, with GROUNDxx resting on the ground.

Make sure that GROUNDXxx is aligned with the cabinet. Make adjustments if necessary.

GROUND55 GROUND35 GROUND
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4. Place XG6i on its front face and tighten the screws.

Use a screwdriver extension.

GROUND55

GROUND

Rigging procedures

d
—

s

5. Place X6i at its final location and secure GROUNDxx to the ground.

Make sure the assembly is stable.

|

27 mm/1.11in

/

o @

155 mm/0.6in

74 mm/29in

\

@6.4mm/0.24 in

J L&

\
L, L

GROUND55
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15 mm/0.6in

J

@6.4mm/0.24 in

J 0

GROUND35
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Rigging procedures

27 mm/1.11in

4 N
o &
™ @6.4mm/0.24 in

74 mm/29in
25 mm/
0.98in

—

GROUND
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Pole-mounting

Rigging procedures

Pole-mounting X6i with POLE

Type of deployment

pole-mounting

Rigging accessories

POLE

Additional material

@ 35 mm (1-3/8") pole

Tools

torque screwdriver

screwdriver extension

T30 Torx bit

17 mm wrench

Min. number of operators

1

Assembly

Procedure

1. Remove the two placeholder screws in the middle or at the bottom of X6i.

n When using SPCON, mount POLE at the bottom of X6i.
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Rigging procedures

2. Secure POLE to X6i with the two captive screws.

Use a screwdriver extension.

5N.m

3. Mount the assembly on a & 35 mm (1-3/8") pole.

Use a screwdriver extension.
4. Tighten the locking knob and the nut.

Make sure the assembly is stable.
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Connection to LA amplified controllers

Connection to LA amplified controllers

o Refer to the Amplification reference technical bulletin for the latest information on compatibility with amplified
controllers and cabling schemes for all enclosure types.

Enclosure drive capacity per amplified controller

Make sure the total number of connected enclosures does not exceed the maximum number of enclosures per
controller (refer to the footnotes).

LA1.16i LA2Xi LA4X LA7.16(i) LA12X
per output’ per output’ per output’ per output’ per output’
| total / total / total | total® / total
XGi 2 /20 (SE), 2/8 (SE), 2/8 1/16 3/12
1/8 (BTL) 1/2(BTL)

For passive loudspeakers, the value corresponds to the number of enclosures in parallel on the output. For active
loudspeakers, the value corresponds to the number of sections in parallel on the output.

@ For L-SMART compatible amplified controllers (LA1.16i and LA7.16(i)), values are given for nominal use,
assuming that all channels are driven at full power. When sending the same signal to all outputs, never exceed
the maximum numbers, regardless of the Power Budget values, otherwise the Fuse Protect algorithm may be
triggered. For LA7.16(i), when powered by a 100 V power supply, reduce the number of enclosures in order not to

exceed 75% of the power gauge.
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Connection to LA amplified controllers

Cabling schemes for X6i

Refer to the cabling schemes to connect the enclosures to different types of output configurations.

0 Refer to the cable manufacturer documentation for the wire color code.
n Refer to the LA1.16i / LA2Xi owner's manual for more information on output configurations.

LA1.16i / LA2Xi / LA7.16i terminal block output (SE)

2.5 mm? cables

1+| o [+]
1-1G -
2+| O vm=--l
2-10 M

LA1.16i / LA2Xi terminal block output (BTL)

2.5 mm? cables

1+| G [+]
1-10 -
2+|0 S
2o et
iy
1-channel speakON output
custom cable 14+
L1-
2.5 mm? P
cable 1

2-channel speakON output

custom
cable

_D_

\ 1+/1-
2+4/2-

1-channel speakON output with SPCON
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SPCON
SP -1+
_1_

v

_D_

AN
{:D1+m-

4-channel CA-COM output with SPCON

@) 1+/1-
SPCON

SPK1  \ s
DO -

DOSUB-LA8

X6i owner's manual (EN) version 3.0 191



Connection to LA amplified controllers

Cabling X6i
Accessory connector sealing plate (provided)
Screws and fasteners 2 M6x%16 screws (mounted on enclosure)
Tools torque screwdriver
T30 Torx bit
small tool or flat screwdriver (3 mm or less)
Additional material recommended: insulated cable ferrules and crimping tool
Min number of operators 1

Specifications for insulated cable ferrules

Wire range 14 AWG / 2.5 mm? — B
Maximum electric current 30A *
Maximum electrical rating 105 °C (221 °F) / 600 V A
Terminal material tin-plated copper %
Dimensions A 12 mm/0.47 in

B 25mm/0.10in
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Connection to LA amplified controllers

Cabling

Prerequisite

o The cable glands on the connector sealing plate are compatible with cables up to 2 x 2.5 mm? gauge.

Refer to:

» APPENDIX B: Recommendation for speaker cables (p.243)
» Cabling schemes for X6i (p.190)

About this task

The connector sealing plate has two holes: one for the input cable and one for the cable connecting to the next
enclosure in parallel. By default, the first hole is fitted with a cable gland and the second one with a protective plug. An
extra cable gland is provided with each enclosure.

This procedure describes how to connect the input cable to the enclosure. If the enclosure must be connected in
parallel, replace the protective plug with the extra cable gland and proceed identically for both cables.

Procedure

1. Remove the connector sealing plate (if present) or the placeholder screws.

2. Insert the cable through the cable gland.
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Connection to LA amplified controllers

3. Strip the wires of the cable.

20 mm /0.8 in

12mm/0.5in

2 x max. 2.5 mm? cable

It is recommended to crimp insulated ferrules at the end of the wires.
See Specifications for insulated cable ferrules (p.192).

0 Refer to the cable manufacturer documentation for the wire color code.

4. Push the wires into the terminals.

If necessary, use a small tool in the hole next to the terminal to unlock it.

5. Secure the connector sealing plate to the enclosure.

Apply a torque of 3 N.m.
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What to do next

To remove the cables, use the small tool to unlock the terminals and pull on the wires.

{
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Connection to LA amplified controllers

Cabling with SPCON

About this task

Risk of electric shock

A When SPCON is connected to an amplified controller, the bare wires carry electrical voltage.
Always mount SPCON to the enclosure before connecting the speaker cable to SPCON.
Always disconnect the speaker cable from SPCON before removing SPCON from the enclosure.
If the speaker cable cannot be disconnected, unplug the amplified controller from the mains.

SPCON is not compatible with the following rigging accessories:

+  X6i-onCW

« WALLX2

 PANx2

+ GROUNDS5S5

« GROUND35

« GROUND
Procedure

1. Remove the connector sealing plate (if present) or the placeholder screws.
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Connection to LA amplified controllers

2. Push the SPCON ferrules into the terminals.

If necessary, use a small tool in the hole next to the terminal to unlock it.

3. Secure SPCON to X6i.

Use the two provided M6x25 Torx screws.

3N.m

X2
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4. Connect the speaker cable to SPCON.
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Corrective maintenance

Corrective maintenance

Introduction

This section contains the following maintenance procedures:
X6i

* D/R - Grill (p.201)
* DIR - Coaxial loudspeaker (p.208)
* DI/R - Diaphragm (p.211)

For advanced maintenance, contact your L-Acoustics representative.
Tools and consumables

Before performing maintenance on this product, make sure all the tools listed are available. References are given for
FACOM?® products in this table. Other manufacturers can be used.

name reference distributor
set of 6-point 1/4" sockets’ RL.NANO1 / R.360NANO FACOM
torque screwdriver (2 - 10 N.m)* A.404 FACOM
torque screwdriver (0.5 -2.5 N.m)* A.402 FACOM
flat tool - -

trim clip removal pliers - -
compressed air blower - -

double face adhesive tape - -

n ’ included in the L-Acoustics Maintenance Toolcase.

Maintenance Toolcase

The Maintenance Toolcase is a carry-on suitcase that includes all the tools required to perform maintenance on L-
Acoustics products. This toolcase is aimed at Certified Providers.

The Maintenance Toolcase uses a Peli” 1510 Protector case that features three pre-cut layers of foam to safely fit the
tools. The Maintenance Toolcase includes tools manufactured by FACOM®, Fluke®, Tohnichi, ABUS, and Wirth.

n All third-party trademarks, registered trademarks, or product names are the property of their respective owners.
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Corrective maintenance

Exploded views

In order to operate, follow the order outlined here. Each assembly refers to the corresponding Disassembly/
Reassembly (D/R) procedure and the necessary repair kit (KR).

Using the G03892 reconing kit
0 Follow the instructions to remove the LF speaker from the enclosure.

Perform the reconing procedure according to the information provided by the manufacturer.

Use the screws and fasteners provided in G03892 for reassembly.

Coaxial loudspeaker
G03887

G03893
Wadding
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Disassembly and Reassembly procedures

Corrective maintenance

D/R - Grill

Tools

+ flat tool
+ torque screwdriver (0.5 - 2.5 N.m)
* T10 Torx bit

Repair kit

G03887 - KR coaxial speaker (6.5" LF + 1" diaphragm HF) X6i

or

G03893 - KR diaphragm 1" X6i

S100338 104788
M3x12 Torx M3 spacer

Disassembly

Procedure

1. Use aflat tool as a lever to unlock the grill from each side of the enclosure.
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Corrective maintenance

2. Pull the grill forwards and slide it up.

o Remove the grill pivot screw that is not on the vent side.

X = it )

o
IT

3. Remove the M3x12 Torx screw and the spacer securing the grill.
Use the T10 Torx bit.
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4. Pull up the grill, then slide it towards the side to remove it.

Place the grill on a flat and clean surface.
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Reassembly

About this task

For safety reasons, always use the new screws and spare parts provided in the KR.

n The grill is reversible.

Procedure

1. Position the grill.

Align the hook on the side of the grill with the pivot stud.
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Corrective maintenance

2. Secure the grill using the M3x12 Torx screw and the spacer.
Use the T10 Torx bit.

S

3. Close the grill.
Press the sides of the grill to make sure it is locked.
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D/R - Wadding

Tools

+ trim clip removal pliers

Repair kit
G03908

KR external foam X6i

x1 x4
104402 FT011061
X6i speaker wadding Push-rivet @7.5x17
Prerequisite
Grill removed. See D/R - Grill (p.201).

Disassembly
Procedure

1. Remove the rivets securing the wadding.
Use the trim clip removal pliers.
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Corrective maintenance

2. Remove the wadding.

Reassembly

About this task

o For safety reasons, always use the new screws and spare parts provided in the KR.

Procedure

1. Position the wadding in the enclosure.

o Make sure that the opening is aligned with the loudspeaker.

3. Push down the four rivets by hand to secure the wadding.
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D/R - Coaxial loudspeaker

Tools

» torque screwdriver (2 - 10 N.m)

¢ 3 mm hex bit
Repair kit

G03887

KR coaxial speaker (6.5" LF + 1" diaphragm HF) X6i

x1
18364

6.5" coaxial speaker - 8 Q
Prerequisite

Grill removed.

Wadding removed.

Disassembly

Procedure

=
-

x4
S100145
M4x20 hex

See D/R - Grill (p.201).
See D/R - Wadding (p.206).

1. Remove the four M4x20 hex screws securing the speaker.

Use the 3 mm hex bit.
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2. Carefully disconnect the cables before removing the speaker.
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Corrective maintenance

Reassembly

About this task
o For safety reasons, always use the new screws and spare parts provided in the KR.

Procedure

1. Connect the cables and position the speaker.

2. Secure the speaker using the four M4x20 hex screws.
Use the 3 mm hex bit.

What to do next

Perform the Acoustical check (p.61) procedures.
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D/R - Diaphragm
Tools

» torque screwdriver (0.5 - 2.5 N.m)
+ 3 mm hex bit

» PH2 Phillips bit

+ compressed air blower

Consumables

* double face adhesive tape
Repair kit
G03893

KR diaphragm 1" X6i

=
x1 x1 % x4 ! x2

18738 18738_gasket 18738_screw_philips 18738_screw_hex
diaphragm kit for 1.5" driver 6.5" speaker gasket M4x8 Phillips M4x6 hex
-80Q

Prerequisite

Grill removed. See D/R - Grill (p.201).

Coaxial speaker removed. See D/R - Coaxial loudspeaker (p.208).

The speaker is placed on a flat surface in a dust-free
environment.

Disassembly

Procedure

1. Remove the two screws securing the HF driver.
Use the 3 mm hex bit.

2. Remove the HF driver.
3. Place the HF driver on a flat surface.
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Corrective maintenance

4. Remove the four screws securing the cover, then remove the cover.
Use the PH2 Phillips bit.
5. Carefully remove the diaphragm, holding it by the connectors.
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Corrective maintenance

Reassembly
About this task

o For safety reasons, always use the new screws and spare parts provided in the KR.
If no new screws are available, use blue threadlocker.

o Gradually tighten the screws following a star pattern.

Procedure

1. Clean the driver and the air gap.

Use a blower or double face adhesive tape to clean any particle.

0 Make sure the air gap is perfectly clean before moving to the next step.

2. Position the diaphragm using the screw holes as reference points.
3. Secure the cover with the four screws.
a) Gradually secure each screw manually with the PH2 Phillips bit.
Follow a star pattern.
b) Tighten the screws in the same order with the torque screwdriver.
Use the PH2 Phillips bit. Set the torque to 0.95 N.m.
4. Carefully position the HF driver on the LF speaker.

Use the connectors as reference points. When facing the LF speaker connectors, the small HF driver connector
must be on the left, and the larger one on the right.

5. Secure the HF driver on the LF speaker with the two screws.
Use the 3 mm hex bit. Set the torque to 1.35 N.m.
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Corrective maintenance

n If the speaker gasket is damaged, remove and replace it.

What to do next

Perform the Acoustical check (p.61) procedures.
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Specifications

X6i specifications

Specifications

2-way passive coaxial enclosure: 6.5" LF + 1.5" HF diaphragm (installation version) amplified by LA1.16i / LA2Xi /
LA4X /LA7.16 / LA7.16i / LA12X

Preset specifications

Frequency range
(-10 dB)Low

Enclosure maximum SPL per amplified controller’

Preset - LA1.16i LA2Xi
frequency limit (-10 LA4X |LA7.16())| LA12X
dB) SE BTL SE BTL

[X6i_50] 54 Hz - 20 kHz 110dB | 117dB | 117 dB - 117 dB

[X6i] 69 Hz - 20 kHz 115dB | 122dB | 122dB | 123dB 123 dB

Nominal directivity (-6 dB)
Monitoring angle

Transducers

Acoustical load
Nominal impedance
Connectors

Rigging and handling
Weight (net)

Cabinet

Front

Finish

IP

90° axisymmetric
35°/55°

LF: 1 x6.5"

HF: 1 x 1.5" neodymium
bass-reflex

8Q

1 x 4-point terminal block with push-in connection

8 M6 inserts
6.3kg/141b

premium grade Baltic beech and birch plywood

coated steel grill
pure white RAL 9010

custom RAL code on special order

IP552

! Peak level measured at 1 m under free field conditions using pink noise with crest factor 4 (preset specified in

brackets).

2 With connector at the top and connector sealing plate.
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Specifications

X6i dimensions
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Specifications

SB6i specifications

Ultra-shallow subwoofer: 2 x 6.5" amplified by LA1.16i / LA2Xi / LA4X / LA7.16 / LA7.16i / LA12X

Preset specifications

Frequency range Enclosure maximum SPL per amplified controller’
Preset grlszn)';;‘l"i’mit (10 LA1.16i LA2Xi Laax | LA7160 | LA12X
dB) SE BTL SE BTL
[SB6_60] 29 Hz 106 dB - 110 dB - 110 dB
[SB6_100] 29 Hz 106 dB - 111 dB - 111 dB
[SB6_200] 32 Hz 108 dB - 115 dB 115 dB
Nominal directivity (-6 dB) standard configuration
Transducers 2 x 6.5" cone driver
Acoustical load bass-reflex, L-Vents
Nominal impedance 4Q
Connectors 1 x 4-point terminal block with push-in connection
Rigging and handling 8 M6 inserts for rigging accessories
Weight (net) 8.6kg/191b
Cabinet premium grade Baltic beech and birch plywood
Front coated steel grill
acoustically neutral 3D fabric
Finish dark gray brown Pantone 426 C
pure white RAL 9010
custom RAL code on special order
IP IP55

! Peak level at 1 m under half space conditions using pink noise with crest factor 4 (preset specified in brackets).

SB6i dimensions

360 mm/14.2in 99 mm/3.9in
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104.2 mm/4.1in
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Specifications

SB6r specifications

Ultra-shallow subwoofer: 2 x 6.5" (recessed version) amplified by LA1.16i / LA2Xi / LA4X / LA7.16 / LA7.16i / LA12X

Preset specifications

Frequency range Enclosure maximum SPL per amplified controller’
Preset grlszn)';;‘l"i’mit (10 LA1.16i LA2Xi Laax | LA7160 | LA12X
dB) SE BTL SE BTL
[SB6_60] 29 Hz 106 dB - 110 dB - 110 dB
[SB6_100] 29 Hz 106 dB - 111 dB - 111 dB
[SB6_200] 32 Hz 108 dB - 115 dB 115 dB
Nominal directivity (-6 dB) standard configuration
Transducers 2 x 6.5" cone driver
Acoustical load bass-reflex, L-Vents
Nominal impedance 4Q
Connectors 1 x 4-point terminal block with push-in connection
Rigging and handling 8 M6 inserts for rigging accessories
Weight (net) 7.5kg /17 Ib
Cabinet premium grade Baltic beech and birch plywood
Finish dark gray brown Pantone 426 C
IP IP55°

! Peak level at 1 m under half space conditions using pink noise with crest factor 4 (preset specified in brackets).

2 When integrated in-wall or in-ceiling with screen and connector sealing plate.

SB6r dimensions

360 mm/14.2in 99 mm/3.9in
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SB10i specifications

Specifications

Ultra-compact subwoofer: 1 x 10" (installation version) amplified by LA1.16i / LA2Xi / LA4X / LA7.16 / LA7.16i / LA12X

Preset specifications

Frequency range Enclosure maximum SPL per amplified controller’
Preset (-10 dB)Low LA1.16i LA2Xi
frequency limit (-10 LA4X |LA7.16()| LA12X
dB) SE BTL SE BTL
[SB10_60] 25 Hz 111dB | 118dB | 119dB - 119 dB
[SB10_100] |27 Hz 112dB | 120dB | 120dB | 122dB 122 dB
[SB10_200] |29 Hz 114dB | 123dB | 123dB | 125dB 125 dB

Nominal directivity (-6 dB)

Transducers

Acoustical load

Nominal impedance

Connectors

Rigging and handling

Weight (net)
Cabinet

Front

Finish

IP

standard configuration

1 x 10" cone driver

bass-reflex, L-Vents

8Q

1 x 4-point terminal block with push-in connection

12 M6 inserts for rigging accessories
14kg/311b

premium grade Baltic birch plywood

coated steel grill

acoustically neutral 3D fabric

dark gray brown Pantone 426 C
pure white RAL 9010

custom RAL code on special order

IP55

! Peak level at 1 m under half space conditions using pink noise with crest factor 4 (preset specified in brackets).
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Specifications

SB10i dimensions
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Specifications

SB10r specifications

Ultra-compact subwoofer: 1 x 10" (recessed version) amplified by LA1.16i / LA2Xi / LA4X / LA7.16 / LA7.16i / LA12X

Preset specifications

Frequency range Enclosure maximum SPL per amplified controller’
Preset grlszn)';;‘l"i’mit (10 LA1.16i LA2Xi Laax | LA7160 | LA12X
dB) SE BTL SE BTL
[SB10_60] 25Hz 111 dB 118 dB 119 dB - 119 dB
[SB10_100] 27 Hz 112 dB 120 dB 120 dB 122 dB 122 dB
[SB10_200] 29 Hz 114 dB 123 dB 123 dB 125 dB 125 dB
Nominal directivity (-6 dB) standard configuration
Transducers 1 x 10" cone driver
Acoustical load bass-reflex, L-Vents
Nominal impedance 8Q
Connectors 1 x 4-point terminal block with push-in connection
Rigging and handling 12 M6 inserts for rigging accessories
Weight (net) 13kg/291b
Cabinet premium grade Baltic birch plywood
Finish dark gray brown Pantone 426 C
IP IP55°

! Peak level at 1 m under half space conditions using pink noise with crest factor 4 (preset specified in brackets).

2 When integrated in-wall or in-ceiling with screen and connector sealing plate.

SB10r dimensions

“ T
N2
N o
£
0 ©
-
N
~
S
S
N~
o @ ®
@)
© 5 ©
£ 0@
Y e @ © °© o @
B 539 mm/21.21in o
£
™~
(o]
~ © ®
S
S
[e2] ® ®
© Q) ]

X6i owner's manual (EN) version 3.0 221



Specifications

Syva Sub specifications

Infra low frequency subwoofer: 1 x 12" LF amplified by LA1.16i / LA2Xi / LA4X / LA7.16 / LA7.16i / LA12X

Preset specifications

Frequency range Enclosure maximum SPL per amplified controller’
Preset grlszn)';;‘l"i’mit (10 LA1.16i LA2Xi Laax | LA7160 | LA12X
dB) SE BTL SE BTL
[SYVA 26 Hz - 119dB | 122dB - 122 dB
SUB_60]
[SYVA 27 Hz - 122dB | 123dB | 128dB 128 dB
SUB_100]
Nominal directivity (-6 dB) standard or cardioid
Transducers 1 x 12" cone driver
Acoustical load bass-reflex, L-Vents
Nominal impedance 8Q
Connectors IN: 1 x 4-point speakON
1 AutoConnect
Weight (net) 27kg/60Ib
Cabinet premium grade Baltic beech and birch plywood
Front coated steel grill
acoustically neutral 3D fabric
Finish dark gray brown Pantone 426 C
pure white RAL 9010
custom RAL code on special order
IP IP55

! Peak level at 1 m under half space conditions using pink noise with crest factor 4 (preset specified in brackets).
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Specifications

Syva Sub dimensions

350 mm /13.8 in 334 mm/13.1in

I R R

849 mm/33.4in

@
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Specifications

X6i-onCW specifications

Description On-wall or on-ceiling mounting accessory with silent blocks for X6i
Weight (net) 0.7kg/1.51b
Material steel with anti-corrosion coating

X6i-onCW dimensions

20 mm/0.79 in 105 mm/4.1in

"4 xT6.4mm/0.25in

344 mm /13.5in

= 2Tmm/0.83in 99 mm/3.9in
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Specifications

WALL specifications

Description Wall-mounting accessory
Weight (net) 0.2kg/041b

Material steel with anti-corrosion coating

WALL dimensions

16 mm / 0.63 in 4o mm/1.81n
o o 30mm/1.2in
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Specifications

PAN specifications

Description
Weight (net)

Material

PAN dimensions

]

i

113 mm/4.4in

i

226

Adjustable pan accessory +/-45°
0.4kg/091b

steel with anti-corrosion coating

3>9mm/1.5£ 33mm/1.3in

—

=

2x36.4mm/0.25in
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1 mm/1.6in

X6i owner's manual (EN) version 3.0



Specifications

WALLX2 specifications

Description Wall-mounting kit
Weight (net) 0.4kg/091b
Material steel with anti-corrosion coating

WALLXx2 dimensions

16 mm / 0.63 in 4o mm/18in
o o 30mm/1.2in
1 o) - /]
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Specifications

PANXx2 specifications

Description Adjustable pan accessory kit +/-45°
Weight (net) 0.8kg/1.81Ib
Material steel with anti-corrosion coating

PANXx2 dimensions

39mm/1.51in 33mm /1.3 n
[T SN & &
= o N 2x36.4mm/0.25in
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Specifications

TILT specifications

Description Adjustable tilt accessory from 0° to 40°
Weight (net) 0.6kg/1.31b
Material steel with anti-corrosion coating

TILT dimensions

47mm/1.9in 45 mm /1.7 in

| | 19 6.4 mm/0.25in

d

S

»30 mm/1.2in

O

23 mmL0.91 in

108 mm /4.3 in

51 mm/2in
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Specifications

TILTS specifications

Description Fixed tilt accessory 5°
Weight (net) 0.3kg/0.7 b
Material steel with anti-corrosion coating

TILT5 dimensions

45=mm/1.§in

»30mm/‘|.2in
L i -~ 30mm/1.2in
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Specifications

TILT15 specifications

Description Fixed tilt accessory 15°
Weight (net) 0.4kg/091b
Material steel with anti-corrosion coating

TILT15 dimensions

46 mm/1.8in 45mm/1.8in
A K A 1 ~30mm/1.2in
™ N =
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Specifications

TILT40 specifications

Description Fixed tilt accessory 40°
Weight (net) 0.5kg/1.11b
Material steel with anti-corrosion coating

TILT40 dimensions

i5mm/1.8ii 84 mm/3.3in
| >30mm/1.2in
Fro ,
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Specifications

GROUND specifications

Description Ground-mounting accessory
Weight (net) 0.2kg/041b
Material steel with anti-corrosion coating

GROUND dimensions

47 mm/1.9in
| H
£
O
<
e
€
©
! N——
35mm/1.4in
£
ol
> )
e @\ @6.4mm/0.25in
£
ol
AN

X6i owner's manual (EN) version 3.0 233



Specifications

GROUNDS5 specifications

Description Ground-mounting accessory for 55° site angle
Weight (net) 0.1kg/0.21b

Material steel with anti-corrosion coating

GROUNDS55 dimensions

S0mm/19in

LT

74 mm/2.9in

_15mm /0.6 in
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Specifications

GROUNDB35 specifications

Description Ground-mounting accessory for 35° site angle
Weight (net) 0.2kg/041b

Material steel with anti-corrosion coating

GROUND35 dimensions

36 mm/1.4in 47mm/19in

e E— e
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Specifications

TILT-SUPPORT specifications

Description Support plate for TILT/PAN/WALL accessories
Weight (net) 0.5kg/1.11b
Material steel with anti-corrosion coating

TILT-SUPPORT dimensions

100 mm/3.9in 18 mm /0.7 in )
‘ - 6.6 mm/0.26 in
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X6i-HBAR specifications

Specifications

Description Rigging accessory for horizontally-oriented X6i
Weight (net) 0.4kg/091b
Material steel with anti-corrosion coating

X6i-HBAR dimensions

35mm/1.4in

3

134 mm /5.3 in

0 O}00

123 mm /4.8 in

@11 mm/0.43 in

134 mm /5.3 in

Q0 0|0 O 0
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Specifications

VBAR specifications

Description Rigging accessory for vertically-oriented loudspeaker
Weight (net) 0.6kg/1.31b

Material steel with anti-corrosion coating

VBAR dimensions

45 mm/1.8in ‘ 170 mm /6.7 in ‘
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Specifications

CEILING-PENDANT specifications

Description Rigging accessory for ceiling-hung pendant loudspeaker
Weight (net) 0.1kg/0.21b
Material steel with anti-corrosion coating

CEILING-PENDANT dimensions
94 mm/ 3.7 in

68 mm /2.7 in

=32 mm/L3 in
' I
= %

32mm/13in  27mm/140n

26 mm/1in

36mm/1.4in

@12 mm/0.47 in
@6.4mm/0.25in
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Specifications

POLE specifications

Description Pole-mount adapter
Weight (net) 0.5kg/1.11b
Material steel with anti-corrosion coating

POLE dimensions

117 mm/4.6in ‘ 48 mm/1.9in
i A 3 ‘ 5 &
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Specifications

SPCON specifications

Description 2-point speakON adaptor (2.5 mm? gauge) for terminal blocks
Weight (net) 0.1kg/0.21b
Material moulded ABS polymer

SPCON dimensions

. 80mm/31in
—
—]

129 mm/5.1in
=]

108 mm /4.2 in
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Specifications for screws and anchors

Specifications for screws and anchors

Use the following information to choose compatible screws and anchors for mounting X6i on the wall, on the ceiling, or

on the ground.

A

Risk of crushing injury
Ensure that the wall or ceiling can support the load of the product.

It is recommended to mount only on solid structures. If mounting on a hollow structure (such as a wall cavity),
place anchoring points on the framework (wall studs, ceiling joists), or reinforce the mounting area.

Select screws and anchors applicable to the wall or ceiling properties and to the load of the product. Prevent
screws from loosening over time, using for example thread locker or lock washers.

deployment accessory ultimate ultimate shear | screws mounting specific
tensile load load per quantity hole size constraints
per screw screw (daN)
(daN)
wall-mounting | TILT- 6 6 3 6.4 mm/ -
SUPPORT + 0.25in
any accessory (slotted)
wall-mounting | X6i-onCW 4 3 4 @6.4mm/ total thickness
0.251in with washers:
(slotted) 13.10 mm /
0.51in
wall-mounting | WALLx2 4 3 4 d52mm/ maximum
0.20in screw
head size:
11 mm/
0.43in
wall-mounting | PANx2 4 3 4 d6.4mm/ -
0.251in
(slotted)
ceiling- X6i-onCW 4 - 4 6.4 mm/ total thickness
mounting 0.25in with washers:
13.10 mm/
0.51in
ceiling- VBAR + 9 — 2 @ 10.4 mm/ use the holes 1
mounting optional TILT 0.411in and 7 (at both
or TILTxx ends)
ceiling- X6i-HBAR 9 - 2 @ 10.3 mm/ use two
mounting 0.40in adjacent,
coplanar holes
distance
between
centers:
23 mm/
0.90in
ground- GROUND / - - 2 6.4 mm/ -
mounting GROUND35/ 0.251in
GROUND55
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Recommendation for speaker cables

Recommendation for speaker cables

Cable quality and resistance

Only use high-quality fully insulated loudspeaker cables made of stranded copper wire.

Use cables with a gauge offering low resistance per unit length and keep the cables as short as possible.
It is good practice to keep loudspeaker cables short to ensure optimal system performance. L-Acoustics strongly

recommends using cables of similar type, length, and gauge to address symmetrical deployment of loudspeakers, such
as stereo systems, L-ISA frontal systems, or ouftfill systems.

For more information about cable effect on loudspeaker frequency response, refer to the publication
Demystifying the effects of loudspeaker cables on the L-Acoustics website, in Education > Scientific
resources > Scientific publications.

Refer to the following table for recommended cable length for uncompromised performance.

cable gauge recommended maximum length

8 Q load 4 Q load 2.7 Q load
mm 2 SWG AWG m ft m ft m ft
1.5 18 16 18 60 9 30 - -
25 15 14 30 100 15 50 10 33
4 13 11 50 160 25 80 17 53
6 11 9 74 240 37 120 25 80

Use the more detailed L-Acoustics calculation tool to evaluate cable length and gauge based on the type and number
of loudspeakers connected. The calculation tool is available on our website: https://www.l-acoustics.com/installation-
tools/
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